Furniture and E

UNIT  UNIT EXTENDED

1

Description of Furniture & Equipment Units QTY SQFT SQFT
Reader's Seats
Chair, Task 8 15 120
Table, Reader’s 2 100 200
Special Purpose
Chair, Lounge 9 35 315
Rack, Literature Display Handoul 15 60
Table, Lamp 2 0 0
Staff Workspace
Table, Coffee 1 50 50
Table, End 1 12 12
Technology
Chair, Technolagy Workstation 4 0 0
Compuiei, Public Desktop 3 0 0
Computer, Public Desktop Spanish Language 1 Q 0
Telephone Handset 1 0 0
Woarkstation, Technology Carrel 4 40 160
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[FUNCTIONAL ACTIVITY s |
The lilcracy center will prowde a space that will be set up pem]anently for computer use and
iraining to exploit and teach the use of the literacy traiming programs, library's on-line public
access catalog, Internel searching strategics and various software applications, This will be
available for staff traimng, educators, instructors and library programming as well as for
community groups.

[SPATIAL RELATIONSHIPS _ o
The Meracy center will reguire longer 0pc.ml10nal hours than the llbrary and s0 it should bc close
to the Library Entrance for ease of access.

WITHIN: FTLC - Family Training & Learning Center

ADJACENT:
FTLC - Homework Ceater
FTLC - Career Cenler
CLOSE:
Library Entrance
Public Rest Rooms

*¥x43+%% This Division implements the following goals:

1} "The Fontana Commumty will be able to access
information utilizing the most current technology within
the Library or from remote locations."”

2) "Fontana adults and families will have the opportunity to
L PP
participate in literacy tutoring to improve their lliteracy
and computer skills."

SUMMARY
theracy Computer Lab 760
Literacy Specialist’s Office 159
Literacy Study/Tutoring Area 225
e . TOTAL: 1,944
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Functional Actmly SEAE - )
The computer Iab,-‘tramtng Foom WI|| prowde a space that w1|l be set up permanently for
computer use and training to teach and enhance the literacy program. This room will be
available for staff training and library programming as well as for community groups. The
room will be structured in a classroom slyle with tables and multi-media computers facing
the front of the room where an AV screen will provide computer screen data projection from
lhe instructor’'s station.

Occupancy o
TECHNOLOGY WORKSTATIONS: 19
Fufure Flexibility & Expandability
Not expected to change roles.
‘Security & Supervision : :
This room is a high securily area and should have its own intrusion detecllon alarm system
Literacy center staff will monitor the use of this room.
Spatial Relationships

This space should be adjacent to the literacy spemahst S offce so the Ilteracy I:branans can
supeivise and assist.

ADJACENT:
Literacy Specialist's Office
Literacy Study/Tuloring Area
CLOSE:
FTLC - Homework Center
FTLC - Career Center
Service Desk {(FTLC)
PROXIMITY:
Public Rest Rooms
Acoustlcs

This room will actually generate a fair amount of nmse because of the mterchange between
the students and the instructor, but also because of the noise generated from the
equipment. Care should be laken to acoustically insulate this area from other areas in the
library so that the instruclion is not disturbed, and so the instruction does not disturb other
parts of the hbrary

Space Finishes .
interior f‘mshes should be durable, bul basic.

CEILING:

Acoustical
WALLS:

1/2 View Glass w/ Vinyl, Sisal or Fabric wall covering over acoustical panels.
FLOOR:

Carpet or Carpet Tile

Iilumlnatlml - e
The llghl level of up ta 50 foot candles is des:rable at hmes but'will usua!ly beat |
approximately 30 to 40 foot candles or lower at desk top during computer-demonstrations. -
The lighling should be dimmable and controlied at both the entrance to the room d@s well as
al the instructor's station. The lights at the front of the room should be able to be dimmed
down 1o little or no light so that lhe AV screen is visible. Lights in the rest of the room should
be independenily conlrolled so that they may be at a slightly higher level for note taking
during computer screen projections.

Fenéstration S
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Windows are a detriment for two reasons: 1. they pose the security concern for the
compuler equipment, and 2. they introduce a potential source of glare on VDT screens, If
windows are present in the room, they need to be secured to prevent theft and they need to
have a window treatment whrch will (;ontrol g!are

HVAC

The HVAC system will need to be able to handle not only the peop e load in the room, but
also the heat generated by the various pieces of electronic eqmpm ent.

Telephone Commumcations R v RO o :
Provide one single data drop (jack) per table of carrei The outlets can be wall- mounted at
6" above the table or carrel work surface, wall-mounted at 15" above the finished fioor, or in
recessed floor boxes accommodating two, four or more drops (jacks). The data cabling can
also be distributed via conduit and J-boxes with the data drops integrated into the furniture.
Associaled power will be required consisting of one duplex power receplacle for every data
drop provided to support one computer and one monitor.

To provide universal access lo power and data conneclions, wall-mounted receptacles and
oullets can be installed no less than 15" above the finished floor for forward reach access
and no less than 9" above the finished floor for side reach access, with a minimum of 30°
wide x 48" deep clear floor space. If no alternatives are provided to receptacles mounted at
6" above the work surface on the back wall of a carrel, the depth of the work surface cannot
exceed 24" for a side reach or 257 for a forward reach at accessible locations.

Signage .
Sign on the door that says: “theracy Computer Lab"

ADA (Disability Requirements)

This area is accessible by means of a 36" minimum a'.sle Greater distances 10 an exit,
cross aisle, or foyer increase the accessible aisle requirement in increments of 1-1/2" per 5
feet in length. If an accessible aisle is less than 80" wide, then turning and passing spaces
of 60" x 60" must be located at any obstruction and at reasonable intervals not exceeding
200 feet.

At least 5% or a minimum of one of each element of fixed seating, tables, study carrels,
computer stalions, elc. in each area is accessible to persons with disabilities. The height of
fixed or built-in worktables and counters is between 28° to 34" from finished floors. A
minimum of 30 wide x 48" deep clear floor space under these tables and counters must be
provided. Knee clearance at such tables, counters and work surfaces is at leasl 27" high,
30" wide and 19" deep.

Furniture and Equipment L e Ee
UNIT  UNIT EXTENDED

Description of Furniture & Equipment Units QTY SQFT SQFT
Special Purpose
White Board 1 0 0
Technology
Chair, Technology Workstation Task 19 0 0
Computer, Public Desktop 19 0 1]
- Printer, Laser {Color} : 0 0.
Projection Screen, Moterized Ceiling 0 0
Projector, Data Desktop ‘0 0
TVIVCR Player 1 o 0
Workstation, Technology Carret 19 40 760
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Functional Actiwty' ; : e :
This space will provide the superwsor of lrteracy wrth an otfrce to plan and carry out the
activities pertalnrng to the operatton of the ||teracy center

Gccupancy : ' B
STAFF OFFICE: 1

Futuwre Flexibility & Expandabllt_y" ' E AR
Sufficient flexibility should exist to allow the ltteracy study!tutortng area to expand mto this

space if required.

Secunty & Supervision _ RS o

While this is primarily a staff area wrth access controlled by a Iock

Spatial Relationghips: S : S
This office should be in visual range of the other areas of the llteracy center.

ADJACENT:
Literacy Study/Tuloring Area
Literacy Computer Lab
CLOSE:
Service Desk (FTLC)
Public Restrooms
Acoustics

It is also imporlant to keep confidential conversations from being overheard. The room
should be sound proof to the extent poss'.ble

Space Finishes
Finishes should be cheerful and welcommg, bul professronal in appearance. The walls and
carpet will not see the heavy use of regular public areas, but stil must maintain a
professional appearance for many years of normal office use,

CEILING;

Acouslical
WALLS:

Paint and ¥z glass.
FLOOR:

Carpet

Hlumination : : o . 2 - ST

The light level should average at Ieasl 30 to 40 foot candles minimum thh 50 foot canclles

preferred over work surfaces. Standard non-glare office lighting such as deep-cell parabolic
lluorescent fixture with semi- specular alumrnum Iouvers is acceptabte

Fenestration N . Gl
Windaows (hat will atfow the supervrsor to supervrse staﬂ W;ndow treatment that will prevent
siaff and the public from looking into the office i is also hlghly deslrabte

. Individualiy-cantrolled thermostat. Care should be taken in the location of the HVAC venis to -
avoid drafts on the mhabltants

Data Communications . o :
Provide one standard quad commumcatlons out!et (two voice and two data) c&located W|th
associated power at any workstation Jocalion, mounted on 1he wall 6” above the desk or 15”
above the finished floor; and one standard quad communications outlet (two voice and two
data} co-located with associated power on all other walls.

Signage o

A Libris Deslgn Butding Program Fontana Library and Resource Technology Center
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Slgn on the door thal says: “Lileracy Ofﬁce

ility: m_éﬁuuanﬁenls} : : s e _
The doonvays leading 1o 1he office shafl be minimum 32' in clear wudlh The requrred strike
side clearances of interior doors shall be 18" minimum and 24” minimum for exterior doors,
Minimum required clearance on the latch side is 127 if doors are equipped with bath latches
and closers. Provide a clear distance (length) of 60° at the door pull side (the direction of the
door swing) and 48" in length at the push side.

All aisles serving one side are a minimum of 36" in widlh and 44" minimum if serving both
sides. Corridors, which serve an occupancy load of 10 or more, must be a minimum of 44~
wide. Corridors and hallways that are located on an accessible route and exceed 200°-07 in
length must have a minimum clear width of 60" for two wheelchairs to pass parallel. Greater
distances to an exit, cross aisle, or foyer, increase the accessible aisle requirement in
increments of 1 %2" per 5' in length. if an accessible aisle is less than 80™ wide, then turning
and passing spaces of 60" by 60" must be located at any obstruction and at reasonable
intervals not exceeding 200",

The height of fixed or buill-in worktables and counters is between 287 to 34" from finished
floors. A minimum of 30"wide x 48" deep clear floor space under these lables and counters
must be provided. Knee clearance at such tables, counlers and work surfaces is af least 277
high, 30" wide and 19" deep.

UNIT  UNIT EXTENDED

Description of Furniture & Equipment Upits QTY SQFT SQFT
Staif Workspace
Chair, Supervisor's 1 0 0
Chair, Visitor's 2 5 10
Credenza 1 25 25
Desk, Professional 1 100 100
Shelving, SF 90" H Steel WI7 Shelves 2 12 24
Technology
Computer, Public Desktop 1 1] 0
Printer, Ink-Jet (B&W) 1 0 0
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ThIS space wnll serve as a Iocatlon where patrons can go to ensure qurel for study that
requires significant concentration. Small groups may also meet here 1o discuss topics or
work assignments. The rcom can be used as a literacy tutoring space, and the library siatf
may also use this room as a small conference room to work on projects or have slaff
meetings.

While the natural inclination is to locate these rooms in the recesses of the library, these
rooms actually need to be located in a rather public spot where the inside of the room is
highly visible to palrons and preferably the staff at the service desk or in the workrooms.
The studyftutoring room needs to be a "glass box." At least one side of each room must be
a complete floor to celhng g}aes wall.

Occupancy .
READER SEATS: 6
TECHNOLOGY WORKSTATIONS: 2

_Future Flexibility & Expandablhly
This area will not be expanded allhough additional roams might be added his possible that
the rooms may not serve their inlended purpose or other space needs become more critical,
and thus need to be removed, so design should allow far that possibility.

Security & Supemsnon
The study rooms must be able o be easily supervised by the stoff in the hleracy office.
Entry to the rooms may be coplrolled by remote electronic switch in the office, should the
library decide tcn activate this feature.

These FoDms should be Iocaled in prominent areas w1th relatwely hlgh foot traffic. They
should be in visual range of the other areas of the literacy center.

ADJACENT:
Literacy Specialist's Office
Literacy Computer Lab
CLOSE:
Service Desk (FTLC)
Public Restrooms
Acoustlc-’s '

The purpose of these rooms is to keep noise from entermg or exmng the study area,
therefore standard acousllcal dampenrng strategles are required.

Space Finishes S R o
All finishes in this area must be as mdeelructlb!e as possible in order to resnsl vandalism and
defacement. The fioor finishes must be of high durability, atiractive and as maintenance
free as possible. Walls finishes should be attractive as well as highly durable, graffiti
resislan! and easy io clean,

CEILING:
' Acqustical
WALLS: : - : : -
, Glass and Vinyl or Fabric w/ acoustical panels behind for sound absorption.
FLOOR: '
Carpet or Carpet Tile

Hlumination

The I:ght level should average at least 30 to 40 foot candles minimun with 50 foot candles
preferred over the table top. Standard non-glare office lighting such as a deep-cell parabolic
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fluorescent fi xiure with semi- specu!ar alummum Iouvers is acceptable,

FenéStratlon .
Natural light and view windows are deswable

Telephone Commumcatlons _ ;
Provide one single data drop (jack) per table or carrel The oulleis can be wall- mounted at
6" above the table or carrel work surface, wall-mounted at 15° above the finished floor, or in
recessed floor boxes accommodating two, four or more drops (jacks). The tata cabling can
also be distributed via conduit and J-boxes with the data drops integrated inlo the furniture,
Associaled power will be required consisting of one duplex power receptacle for every data
drop provided to support one computer and one monitor.

To provide universal access to power and dala connections, wall-mounted receptacles and
outlets can be installed no less than 15" above the finished floor for forward reach access
and no less than 9" above the finished floor for side reach access, with a minimum of 30”
wide x 48" deep clear floor space. If no alternatives are provided to receptacles mounted a1
6" above the work surface on the back wall of a carrel, the depth of the work surface cannot
exceed 24" for a side reach or 25 for a forward reach at accessible locations.

Signage
"Literacy Study” on each door.

ADA (Dlsablllty Reguirements) - :
The doorways leading 1o this area shall be minimum 32" in clear w:dth The requrred strlke
side clearances of inlericr doors shall be 18" minimum and 24" minimum for exterior doors.
Minimum required clearance on the latch side is 12" if doors are equipped with both {atches
and closers. Provide a clear dislance (lenglh) of 60" at the doaor pull side (the direction of the
door swing) and 48” in length at the push side.

All aisles serving one side are a minimum of 36" in width and 44" minimum if serving both
sides. Corridors, which serve an occupancy load of 10 or more, must be a minimum of 447
wide. Corridors and hallways |hat are located on an accessible route and exceed 200°'-0” in
length must have a minimum clear width of 606 for two wheelchairs 1o pass parallel. Greater
distances to an exit, cross aisle, or foyer, increase lhe accessible aisle requirement int
increments of 1 12" per 5’ in lenglh. Iif an accessible aisle is less than 60" wide, then turning
and passing spaces of 60" by 60" must be located at any obsiruction and at reasonable

intervals not exceeding 200"

The height of fixed or buitt-in worktables and counters is between 28" to 34" from finished
floors. A minimum of 30"wide x 48" deep clear floor space under these tables and counters
must be provided. Knee clearance at such tables, counters and work surfaces is at least 27"

high, 30" wide and 19" deep.

(Furniture and Equipment

UNIT  UNIT EXTENDED

Description of Furniture & Equipment Units QTY SQFT SQFT
Reader's Seats

Carrel, Tutoring Wood 2 25 50

Chair, Reader's ' . 6 0 ‘ 0

Workstation, Literacy Tutcring Counter o 1 .8 ' 8§
Special Purpose '

White Board 1 0 0
Staff Workspace

Table, Conference 1 120 120

A Libris Design Building Program Fomana Library and Resource Technology Center
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Furniture and

Description of Furniture & Equipment Units

dupment

UNIT  UNIT EXTENDED
QTY SQFT  SQFT

Technology
Chair, Technology Workstation

Computer, Public Desktop
Printer, Ink-Jet (B&W)

2 0 0
2 0 0
1 0 0
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Thc pnmary ﬁ.lnchon of this dwnsnon isto prowdc housing for and access 1o, the llbnry 5
fiction, papérback and large print book collection. The fiction collection is the heart of the
library's “popular library” role and will be divided between regular fiction books and "genre"
books i.e., westerns, science fiction, mysteries and romance novels. The fiction collection will
be placed on the shelves with the genre books separated into discrete collections, but all fiction
is shelved alphabetically by author's last name.

The fiction collection is preity much a self-help collection because of the relalive ease in finding
books, although reference librarians will act as "reader’s advisors” in assisting patrons to find
literature they are interested in reading.

[SPATIAL RELATIONSHIPS o ]

The fiction collection should be easily accessible from the front entry of the ]lbl‘dl’)’ For the
most part, patrons enter the fiction collection after passing through the security gales and/or the
new book display. Many of the library patrons are exclusive tiction readers, and will extt the
library via the circulation desk immediately upon making a selection in the fiction book stacks.

PROXIMITY:
Reference Services
Non-Fiction Collection
Young Adult Services
Circulation Services

ek This Division implements the following goals:

1) " People of all ages in Fontana will have the resources
and services to enhance their personal, recreational,
business, career and lifelong learning goals.”

SQFT
2,145
TOTAL: 2,145

Fiction Collection & Seating

A I.Jbris Design Building Program
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Functlonal Activity - 2
Patrons will usually enter this space and lock up specmc authors they are interesled in, and
then ofien iook for a nearby place to sit down to read the book cover or the first few pages of
the book to see if they are interested in the book. They may do this several times during a
visil fo the library before selecting a book. In the process, they may use the on-line catalog
to look up the library’s holdings by author or title while browsing in the fiction collection,
therefore there should be several OPACS located in the collection at convenient locations.
This space will also hold the paperback collection, which is mostly fiction, as well as the
large print book colleclion {also mosily fiction).

Occupancy .
READER SEATS: 12
LOUNGE SEATS: 8
TECHNOLOGY WORKSTATIONS: 5

Future Flexibility & Expandablllty
This area may need to be expanded in the fulure as the collectlon grows. To that end,
flexibility should be a goal, whlle a potentlat expansmn plan would be wise,

Security & Supems:on
The fiction collection will be supemsed from the circulation and reference desks. The book
stack and seafing area should be laid out to optimize visual supervision of all of this space,
however itis recognized that it may not be possible to have all areas visible to staff at the
desk. Any areas not easily visually scanned by desk staff may need 1o be monitored by a
security camera.

Spatial Relationships : -
The fiction collection should be in the promrnny of the New Book Display area and the AV
Collection & Seating. There is a relationship between the Fiction Coliection & Seating and
the Non-Fiction Coflection & Seating. Reference siaff will provide some reader's advisory
assistance to patrons from the reference desk.

ADJACENT:
Reference Desk
On-Line Public Access Catalog (OPAC)
YA Collection &Cyber Cafe

CLOSE:

Non-Fiction Colleclion & Sealing
Reference Collection & Seating
Public Entrance & Lobby

The paperback collection should also be highly visible and accessible, but the shelving unils
for these may be spread around the Fiction Colleclion & Seating space and placed wherever

space permits.

Large print books are mostly fiction books and are used most frequently by seniors or others
with falling evesighl. These books may be located anywhere in the ficlion collection, hut they
should be relalively easy to find, and will piobably best go somewhere nex! (o the genre
collection. .

Acoushcs : : - :
While this area wilt be relatwely busy with patrons comlng and going, it should provide some
refuge from the hustle and bustle of the circulation desk, browsing and AV colleclion areas.
The architect and interior designer should endeavor to buffer some of the seating in this area
so that patrons can escape for some qwet readmg where they will not be disturbed.

Space Finishes - : :
The ﬂoor fi n:shes must be of hugh durability, atlraclwe and as mamlenance free as p0351ble

A Libris Design Building Program Fontana Library and Resource Technology Cender
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since they will receive fairly heavy traffic.

CEILING:
Acoustical
WALLS:
Paint
FLOOR:
Carpet or Carpet Tile

lthumination
Provide 30 foot candles vertically at 30" above the floor in the bookstacks, Make certain that
the lighting is even in the bookstack from one end of a range to the other as well as from the
top of the bookstack to the bottom as much as possible. Provide non-glare and shadowless
light within the aisles for an even distribution of light to make reading book spines and books
in the stacks easy.

Genre books should in most cases be housed in single-faced wall units and should be
*highlighted” 1o attract patrons to the various collections. This highlighting should not be
done by using “spot lights” and should not create glare on the books or the surface of nearby
reader's tables.

Provide a minimum of 30 to 40 foot candles of ight (with 50 foot candles preferred) at table
top level in the seating areas. Provide high quality, non-glare light in the seating areas for
reading books as well as viewing computer screens {OPACs, portable computers, etc.).
Camputer screens and workstations should be placed al right angles to any windows that
may cause glare.

Fenestration
Natural ight and particularly view windows near ihe seating is higbly desirable. The library
wanls to encourage patrons 1o stay and read in a pleasant environment with a view if
possible.

HVAC : -
Temperature should be malntalned between 68° and 72° with a relative humidlty of 40 - 60%
for collection preservation and human comforl. Thermostats in public areas should have
lockable covers.

Telephone Commumcatlons
Provide one single data drop (jack} per table or carrel. The oullets can be wall-mounted at
6" above the table or carrel work surface, wall-mounted at 15" above the finished floor, or in
recessed floor boxes accommodating two, four or more drops {jacks). The data cabling can
also be distributed via conduit and J-boxes with the data drops integrated into the furniture.
Associated power will be required consisting of one duplex power receptacle for every data
drop provided to support one computer and one monitor.

To provide universal access to power and data connections, wall-mounted recepiacles and
outlets can be installed no less than 15" above the finished floor for forward reach access
and no less than 9” above the finished floor for side reach access, with a minimurm of 30"
wide x 48° deep dear floor space. If no alternatives are provided to receptacles mounted at
6" above the work surface on the back wali of a carrel, lhe depth of the work surface cannol
exceed 24" for a side reach or 25" for a forward reach at accessible locations.

Slgnage _ o
Large directional mgn which says “Fi iction” visible from the enlry and Smaller Spec;f c
collection signs which say: “Westerns”, "Smence F;ctlon" "Mysteries”, "Romance "Large

-Print” and “Paperbacks.”

ADA {Disability Requirements)
At least 5% or a minimum of one of each element of fixed seating, tab]es study carrels,
computer stations, elc. in each area is accessible to persons with disabilities. Aisles
between baokshelves and book stacks are 44” wide minimum if they serve on both sides
and 36° w1de minimum if serve on one Slde For major circulation path, provide minimum

A Libvis Deslgn Building Program Fontana Library and Resource Tedmology Center
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607 in width.

The height of fixed or built-in worktables and counters is between 287 to 34" from finished
floors. A minimum of 30"wide x 48" deep clear floor space under these tables and counters
must be provided. Knee clearance at such tables, counters and work surfaces is al least 27~
high, 30" wide and 19" deep.

Display area shall have a minimum clear aisle width of 44". Catalogs and displays should be
within accessible reach with a maximum height of 48”. But the lowest usable portion of
catalogs must be located a minimum of 18™ above the finish floor.

Provide and integrate both visual and audible alarms for emergency warning systems, Lamp
of visval alarms is a xenon strobe type or equivalent. The cofor of light is clear and nominal
unfiltered white. The maximum pulse duration of alarms are 0.2 second with a maximum
duty cycle of 40 percent. The intensity of the light if 75 candela minimum and the Rash rate
is a minimum of 1 Hz and a maximum of 3 Hz. Mount appliances at 80" above the highest
floor level within the space or 6" below the ceiling, whichever is lower.

Audible alarms shall preduce a sound that exceeds the prevailing equivalent sound level in
the room or space by al least 15 db or exceeds any maximum sound level with a duration of
60 seconds by & db, whichever is iouder. But sound levels for alarm signals shall not
exceed 12 db.

All aisles serving one side are a minimum of 38" in width and 44 minimurn if serving both
sides. Corridors, which serve an occupancy load of 10 or more, must be a minimum of 44"
wide. Corridors and hallways that are localed on an accessible route and exceed 200-0" in
length must have a minimum clear widlh of 607 for two wheelchairs to pass parailel. Greater
distances to an exit, cross aisle, or foyer, increase the accessible aisle requirement in
increments of 1 %" per 5’ in length. If an accessible aiste is Jess than 60" wide, then turaing
and passing spaces of 60" by 60" must be located al any obstruction and at reasonable
intervals not exceeding 200°.

Bookshelves are located 54" high maximum above finish floor unless an attendant is
available to assist individuals with disabilities,

Shelf height in open book stacks is reslricted. However, altendani(s) should be provided for
assistant,

UNIT  UNIT EXTENDED

Description of Furniture & Equipment Units QIY SQFT SQFT
Reader's Seats
Chair, Lounge 8 35 280
Chair, Reader’s 12 0 0
Table, Coffee . 1 45 45
Table, Reader's 3 100 300
Shelving
36" Aisle DF 84"H Steel Shelving Wi 12 Shelves 52 18 936
14823 Fiction
. 36" Aisle SF 84"H Steel Shelving W/ 7 Shelves 12 12. . 144
‘ . ' 1993 Large Print - S ST - - B '
Paperback SF 66" Shelving Unit W/ & Divider Shelves .. 20 12 . 240
3502 Paperbacks - - '
Special Purpose
Lamp, Table 3 0 0
$tool, Kick-Step 5 0 1]
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1

UNIT  UNIT EXTENDED

R

Description of Fumniture & Equipment Units QTY SOFT SOFT
Technology
Chair, Technology Workstation 5 0 0
Computer, OPAC (On-Line Public Access) Desktop 2 1] 0
Computer, Pubtic Desktop 3 0 V]
Computer, Public Desktop Spanish Language 2 0 0
Printer, Ink-Jet (BAW) 1 a 0
5 40 200

Workstation, Technology Carrel

A Libris Design Building Program
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The pnmary functlon of this dwlsmn isto prowde general bmldmg services such as custodial
services, storage and space for mechanical equipment. This division also provides for shipping
and receiving as well as a loading dock for the library.

|SPATIAL RELATIONSHIPS L -

Some of the custodial services will bc spread throughout thc bulldmg as non- aSSIgnable square
footage in the form of custodial sink and supply closets. However, the majority of the space in
this division will be best located in the "back of the house™ areas of the library.

PROXIMITY:
Technical Services
AWAY:
Most All Public Services
DIVISION SPACE SUMMARY  SQFT
| Bicycle Lockers 200
Custodial Workroom 160
Friend's Book Storage & Workroom 420
General Library Storage Room 1,083
Loading Dock N/A
Mechanical / Electricall Elevator Equipment N/A
Public Rest Rooms N/A
Recycling & Waste Disposal Storage 120
Shipping & Receiving 351
Tetecommunications/Data 146
I __ TOTAL: 2»‘!’?:0_'
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Functional AGtIVi yy - /
This space provide library patrons who come with bicycles an area to secure their means of
transportation. The space should be sheltered and prolected from weather

Occupancy Wl
BICYCLE LOCKERS 16 Blcycles

Future FIBXIbIhtY & Expandabihty
This area is unlikely 1o be changed in the future

Securlty & Supeivision .. : i
This area is open to pubIIC and c'.osed and secured when Ilbrary is ciosed

'Spatlal Refationships
This avea should be adjacent to library enirance.

ADJACENT:
Library Entrance

Space Finishes
CEILING:
Exposed struclure

WALL:
Paint
FLOOR:
Sealed concrete
Humination :

The space should be well ||Ium|nated with industrial type of ||ght|ng 10 prowde the patrons
with a sense of security.

ADA {Disability Requirements) : : : .
Itis unlikely people with disabilities with use blcycles as means of transportatlon However
accessibilities for disable individuals is stift required and thus need to be complied.

, UNIT  UNIT EXTENDED
Description of Furniture & Equipment Units QTY SQFT SQFT

Special Purpose
Lockers, Bicycle 2 100 200
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 This space wil prowde a shop for custodrans to assistin thelr semcmg of the bu:lding In
addition to this workroom, there will be other storage areas and sinks throughout the building
to assist with cleaning and the storage of mops, vacuum cleaners, cleaning supplies etc.
This space will provide a workbench with various tools necessary for simple maintenance
and repair.

Occupancy :
STAFF OFFICE WORKSTATIONS 1

Future Flexibility & Expandabiiity:

It is not anticipated that this area would change purpose or requrre expansron
Security & Supervision - o : '
A staff controlted area by a Iock on the door
Spatial Relationships .. @~ '

The workroom should be Iocated in a remote area of the Ilbrary that is not useful for I|brary
functions.

PROXIMITY:
Public Rest Rooms
Staff Rest Rooms

Acoustics

Fhis may be moderalely noisy at times if the custodran is repairing machinery. The sound
generated in this area must be dampened and not permitted to dislurb any nearby library
spaces.

Space Finishes = :
This area will be mdustnat in nature

CEILING:

Exposed structure
WALLS:

Painted Concrete or glazed and textured CMU w/ corner guards
FLOOR:

Sealed concrete

Interior lighting wltl be industrial strength non- gtare frxtures whrch delwer a minimum of 30 lo
40 foot candles at counter level, and task lighting to deliver up to 50 foot candles on the work
surface.

-Fenestration
Wmdows are not reqwred

HVAG- - s o
Care should be taken in the locatlon of the HVAC vents to avmd drafts on the rnhabrtants
Indlwdually-controlled thermostat.

- Data Gommegjicai‘i:ﬁs . - - IR
Provide one standard quad commumcatrons outlet {two volce and two data) c&located with
associated power at any workstation location, mounted on the wall 67 above the desk or 157
above the finished floor; and one standard quad communications outlet {two voice and two
data) co-located with associated power on all other walls.

Signage . R T '
A signt on the door whlch says "C ustodial Workroom Staff Only™.
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minimum of 32" clear width is required. Interior doors can reqguire no more than 5 pounds of
pressure to operate with hardware mounted no higher than 48" above the finished floor.
Thresholds cannot exceed /2" in height.

if a sink is provided, the sink faucets must be the lever type, electronically activated, or
approved self-closing valves with a minimum 10-second flow. Faucets must be operable
with a single hand and not require any twisting of the wrist, pinching, or tight grasping. A
maximum of $ pounds of force can be required 1o operate the faucets.

If use of the sink is essential {o an employee’s job, e.g., cleaning tasks, then an accessible
wheelchair space under the sink must be provided inchuding a minimum of 30" x 48" of clear
space in front of the sink that allows forward approach. The counter next to the sink can be
no higher than 34" high and the sink area can be no higher lhan 34" above the finished floor
with a clear 19" depth for knee clearance,

There can be no obstructions, cabinets, or sharp objects under the sink. Hot water pipes
and drains must be properly insulated. If fixed storage cabinets, drawers, or lockers are
provided, at least on of each type must comply with ADA.

The height of fixed or built-in worktables and counters is between 28° to 34” from finished
floors. A minimum of 30"wide x 48° deep clear floor space under these tables and counters
must be provided. Knee clearance at such tables, counters and work surfaces is at least 277
high, 30" wide and 19" deep.

UNIT UNIT EXTENDED

Description of Furniture & Equipment Units QTY SQFT S5QFT
Staff Workspace
Chair, Task 1 0 0
Desk, Custodial 1 55 55
Workbench, Custodial 15 7 105
Technology
Telephone Handset 1 0 0

Fontana Library and Resouce Technology Cenler
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Th:s area w1|l store books and other donations recewed by the Ilbrary Fr:end's group These
materials will be sorted, stored and lhe information on donor, subject and titte recorded until
they can be placed in the library or in the Friend's bookstore and offered for sale. There
needs to be room to store books on shelving, but there also needs to be room to sort books
on counter lops or large tables as well as plenty of room for books in unpacked boxes to be
stacked.

Occupancy S
VOLUNTEER WORK SEATS 8

lt is not anhcupated that thls area would change purpose or require expansmn

Security & Supervision . :
This is a staff workroom which requires a mechanical lock and key, electranic keypad or
magnetic card reader to control access. Volunieers should come to work through public
entrance rather than staff entrance.

Spatial Relationships
The Friend's book slorage & workroom needs to be as close as possible to the Friends'
bookstaore and in he proximity of the shipping and receiving area and loading dock since
deliveries to this area will be occasional.

ADJACENT:
Friends' Bookstore
PROXIMITY:
Shipping & Receiving
Loading Dock

Acoushcs

Normal conversations between voluntee:s with soie noise generated from loadmg and
unloading books.

Space leshes

The floor finishes must be stain repetlant dlrt remstant easy to clean and low malntenance
The finishes in the workroom should be comfortable and durable since this area will get

heavy use.

CEILING:
Acoustical lite

WALLS:
Faint {Latex semi-gloss recommended); Vinyl wall covering;
Corner guasds; White boards; Tackable surfaces

FLOOR:
Anti-static carpet tile or heavy weight commercial carpet with
enhanced backing {no carpet pad permitted); Vinyt tile at sink
and work counter; Vinyl or carpet cove base

Nlumination : '

) Mmlmatly 3010 46 fool candles on the tounter tops of work statrons but preferable up to 50
foot candles. The general room lighting may be supplemented with task ||ght|ng to increase
the foot candles on the work tables.

Fenestration
Windows are not reqmred but desrrable

HVAC : :
Care should be taken in the location of the HVAC vents to avoid drafts on the mhabntants of
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the work tables

Provlde one slandard quad comrnumcatlons oullet (two voice and two data) ccrlocaled wﬂh
associaled power at any workstation localion, mounted on the wall 6" above the desk or 15"
above the finished floor; and one standard quad communications outlet (two voice and two

data) co-localed power on all other walls.

S;gnage ST e o L
A sign on the door saymg "Friend's Book Storage & Workroom

ADA (Dlsabl_'v_ty Requlrements) : S :
The doorways leading to the work roomfarea shal! be minimum 32” in clear wrdth The floors
of a given story are at a common level throughout, or are connected by ramps for no more
than 8.33% or passenger elevators.

The required strike side clearances of interior doors shall be 18" minimum and 24" minimum
for exterior doors. Minimum required clearance on the latch side is 127 if doors are equipped
with both lalches and closers. Provide a clear distance (length) of 60" at the door pull side
{the direction of the door swing} and 48" in Jength at the push side.

Al aisles serving one side are @ minimum of 36” in width and 44" minimum if serving both
sides. Corridors, which serve an occupancy load of 10 or more, must be a minimum of 44"
wide. Cotridors and haliways that are focated on an accessible roule and exceed 200'-0" in
length must have a minimum clear width of 60" for two wheelchairs to pass parallel. Greater
distances to an exit, cross aisle, or foyer, increase the accessible aisle requirement in
increments of 1 32" per 5" in length. If an accessible zisle is less than 60" wide, then turning
and passing spaces of 60" by 60" must be located at any obstruction and at reasonable
intervals not exceeding 200'.

The height of fixed or built-in worktables and counters is between 28" to 34" from finished
floors. A minimum of 30*'wide x 48" deep clear floor space under these tables and counters
must be provided. Knee clearance at such tables, counlers and work sudfaces is at least 277
high, 30" wide and 19” deep. All sinks, including Kitchen sinks need to provide a minimum
30™x48” clear space in front of sinks that allow forward approach by wheelchairs. Knee
ciearance under sink is a minimum of 277 high and 30 wide, and provides an absolute depth
of 19" underneath the sink. Provide thermal shields for drain and hot water piping to prevent
contact. Maximum height of rim or counter above finish floor is 34", Al sinks is @ maximum
depth of 6-1/2". There shall be no sharp or abrasive elements under sinks. Faucels are
lever type, electronically activated or approved seli-closing valves with a minimum of 10
second open flow. Maximum force required to aclivale faucets controls is 5 pounds.

UNIT  UNIT EXTENDED

Description of Furniture & Equipment Units QTY SQFT SQFT
Special Purpose
Bulletin Board 2 0 0
Coffee MakeriUmn 1 0 0
Sink 4 18 18
. Soap Dlspenser _ 1 0 0
Staff Workspace L o
- Cabinets, Above Counter S - 6 0 6
Cabinets, Below Counter 6 0 0
Chair, Task 8 0 0
Shelving, SF 90"H Steel W/ 7 Shelves 13 12 156
Table, Work 2 120 240
A Libris Design Building Program ) Fontana Library and Resource Tef.hnobgy Center
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This area provides space for general library storage. It will store furniture and equipment
which is waiting to be repaired or to be placed into service, bulk paper and supplies
shipments, seasonal displays such as Christmas ornaments. There may also be storage
cages with addilional room available for stacking boxes, furniture and equipment in transition
thal will segment the storage by library department.

Future Flexibility & Expandability

..........

It is not anticipated that this area would change purpose or reqmre expansu)n

Secunty & Supervision N :
This area should have a set of double doors (or extra wide single door) for bnngmg bulky
equipment in and oul of the room and a lock on lhe doors will control access.

Spatial Relationshrps
This area should be close lo the shlpplng and recewmg area and the loading dock and in the
proximity of the custodial workrcom.

CLOSE:
Loading Dock
Shipping & Receiving
Acotistics : :
This area will on accasion be a noisy area when eqmpment is being loaded and unloaded,

but usually is very quiet. The sound generaled in this area must be dampened and not
permitted to dlsturb any nearby l:brary publlc semce spaces

Space’ Fimshes S
This area will be industrial in nature.

CENING:
Exposed structure
WALLS:

Concrete or glazed and textured CMU, or unpainted sheet rock
FLOOR:

Sealed Concrete

. Intenor lighting will be 'i.n.d'ustriai sifenglh fixtures thal defiver a minimum of 30 foot candles at
floor level.

Thrs space wnll generally bea low temperature and humldlty space. An mdlwdual thermostat
may be desirable in order to maintain this setting.

A S|gn on the door lhal says “General Storage Staff Only"

ADA {Disability Requirements). . :
~ Storage rooms must be accessub!e by a 36" aisle: A slorage room requ:res a 36" wide door
_. with a minimum clearance of 32" Interior doprs can require no more than 5 pounds of.
pressure 1o operale with hardware mounted no higher than 48" above finished floor.
Thresholds cannot exceed 1/2" in height.
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UNIT  UNIT EXTENDED

Description of Furniture & Equipment Units QTY SQFT SQFT
Special Purpese
Shelving, industrial - 13 15 195
Storage Cabinet 3 18 54
Storage Cage 6 100 600
Supply Cabinet . 13 18 234

Fontana Library and Rescurce Technology Center
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Functlohal Actwlty

The loading dock i is where the I:brary w:ll receive shlpments of furnlture and equnpment
books and supplies, mail and other materials from commercial vehicles. This area will
essentially be outside of the library, but it should have a roof overhead so that loading and
unfoading can be done during inclement weather. Doors and corridors should be large
enough to allow equipment to be moved from place to place thioughout the entire library.

A drive-up book drop will be located close to the loading dock and freight elevator in the
parking garage. The requirements for the main floor book drop should be duplicated in this
ares.

Future Flexibility & Expandability
It is not anticipated that this area would change in the future.

'Secunty & Supemsmn '

Deors and pull-down door WI.|| need to be alarmed. Both of these doors need to be as vandal
proof as possible.

Spatlal Relatlonshlps
The loading dock must be adjacent to the drive- -up book drop. It will be located in the
underground parking area.

CLOSE:
Shipping & Receiving
PROXIMITY:
General Library Storage Room
Friends' Workroom & Storage
Mechanical Equipment Room
AWAY:
Most All Public Service Areas
Acoustics

This will tend to be a very nmsy enwronment The sound generated in thls area must be
dampened and not permitted to disturb any nearhy library spaces.

This area will be induslrial in nature.

CEILING:
Exposed structure

WALLS:
Painted Concrete or glazed and textured CMU w/ corner guards

FLOOR:
Sealed Conc:ete
Illumlnatlon ' '

The exterior will need to be well-lit to assist in theftvandalism prevention. In!enor lighling will
be industrial strength fixtures which deliver a minimum of 30 foot candles at floor level.

. HVA

. Since the loading dock doors will he.opening frequently, the.porlion of this space which is
inside (if any) will need a quick recover heating andfor cooling unil in order to keep the
temperature at the desired level. Do NOT locate any air intake vents near this area because
of exhaust fumes.

Si”gilage
Required signage lncludes a permanent identification sign (“L.oading Dock” or “Staff Only")
wall-mounted on the Iatch s:de of the door. Additional srgnage requirement may include an
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exterior sign "No Parkrng -- Service and Dellvew Vehicles Only

ADA (Disability Requirements) -
Loading area must be accessible by a 36 aisle. A slorage room reqmres a 356" wide door
with 2 minimum clearance of 32", Interior doors can require no more than 5 pounds of
pressure 1o operate with hardware mounted no higher {han 48" above finished floor,
Thresholds cannot exceed 1/2”" in height.

Furmtureand Eqmpment S T

UMIT  UNIT EXTENDED
Description of Furniture & Equipment Units Qary SaQFT SQFT
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Functional Aotiwty

This room is for the placemenl of rnechamcal eqmpment to operate the hbrar)fs HVAC
system. A library of this size should ulilize a central plant design instead of roof top units to
improve energy efficiency. Also the operating cost would be greatly reduced.

Future Flemhillly & Expandability

it is not anlicipated that these areas wouId change purpose or requure expansron unless an
expansion was built on to the building, and then additional mechanical rooms would be
needed, .

Sea'.:urlt)ar & Supervision

This room should have a set of double doors {or exlra w;de ssngle door) for bringing bulky
equipment in and out of the room and a lock on the doors will control acoess

Spatial Relationships -
This room needs to be in the proximity of the loading dock.

PROXIMITY:
Loading Dock

Acoustics : :
The sound of mechanical equipment must be dampened 50 that the noise generated from
this room does not disturb staff or public areas of the library,

Space Finishes
This area will induslrial in nalure.

CEILING:

Exposed slruchre
WALLS:

Latex paint over sealed concrete or block.
FLOOR:

Concrete with drain

iifumination
Interior lighling will be industrial strength fixtures which deliver a minimum of 30 foot candles
at floor level.

Fenestration
Windows are not desired.

HVAC N G
Ventilation of the mechanical equipment is crucual in lhe efforts to Ilrnll mlenor polluhon

Signage
A sign on the door that says: “Mechanical Equlprn ent Room Staff Ont;f’

ADA (Disability Requuements) S "
Mechanical rooms must be accessible by a 36" aisle. A storage room reqmres a 36" W|de

door with a minimum clearance of 32". Interior doors can require no more than § pounds of

- pressure 10 operate with hardware mounted no hrgher lhan 48" above f mshed ﬂoor R

Thresholds cannot exceed 1!2" ire height: " B
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UNIT UNIT EXTENDED
Description of Furniture & Equipment Units QfY SQFT SQFT
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These facrht:es w:li be lhe pubhc rest rooms for the areas around the penodmcal and AV
cofleclion. There should be one main bank of rest rooms thal are easy for the public to find.
Occupancy . o '
MEN'S: 6
WOMEN'S: 6
Future Floxibility & Exparidability:
This space requires minimal or no ﬂeXIblllty

Security & Superws

The staff at the mrculatlon desk wrll superwse the rest rooms and should be able lo see the
enirance to the rest rooms. All rest rooms will have locks on them, so they can be locked at
night by staff before closing the building, however, anyone inadvertent!y left inside should be
able o exit the rest room.

Spatial Relationshlps
The entrance o the rest rooms should be visible from the circulation desk.

ADJACENT:
New Book Display
Audio-Visual Collection & Seating
Current Magazine and Newspaper Display and Seating Area
CLOSE:
Public Entrance & Lobby
Friend's Booksiore & Coffee Bar
Ciculation Desk
Acoushcs

Blowers must be adequately sound-dampened from ad]acenl spaces. AII reasonabte
acoustic dampening |5 apprOprlate for this area.

Space Finishes R _
Floor finishes must be of htgh durabitity, shp resistant and as mainlenance free as possible.

Wall finishes, fixtures, stalls and counters should be highly durable, graffiti-resistant and
easy to clean.

CEILING:
Water resistant gypsum board wilh epoxy paint
WALLS:
Glazed Ceramic Tile with dark grout.
FLO OR:
Ungltazed Ceramic Tile
STALLS:
Stainless steel or equivaleni
FIXTURES:
Sinks: Self-activated
Commodes Self actwated wa!l hung

Muminatior . ST e R e Ml
- Bright IIQhIS to gwe rest room the appearance of bemg clean and safe

Fenestration
No wmdows are necessary or desired.

HVAC

Temperature to be controlled at 68° and 72° when heating and 72° to 78° when coollng for
energy savings. Provide an adequate suppiy of exhaust and intake air to promole comfort
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and prolect health, with a minimum of 12 air exchanges per hour.

Required signage includes a door-mounted geometric identification symbol {o identify Men's
{Equilateral triangle %" thick with edges 12" long pointing upward), Women's (12" diameter
circle %" thick), or Unisex facilities (12" diameter circle with 14" thick triangle superimposed
within the circle), which contain no pictogram or letters, cenlered on the rest room door 60°
above the floor in a color which distinctly contrasts with the color of the door,

Additional required signage includes a universal pictogram {white figures on a blue
background) and the universal symbol of accessibility ; and a verbal description of the room
placed immediately below the accessibility symbol (“Unisex”, “Men” or “Women”) wall-
mounled 60" above the finished floor adjacent to the latch side of the door. Characlers on
the wall-mounted signs must be 1/32" raised uppercase sans serif type accompanied by
Grade )l Braille.

ADA (Disability Requirements) _
Accessible sanitary facilities must be provided.

The resi rooms will be accessible by means of a 36" minimum aisle. Greater distances to an
exit, cross aisle, or foyer increase the accessible aisle requirement in inctements of 1 2" per
5" inlenglh. If an accessible aisle is less than 60" wide, then turning and passing spaces of
60" by 60" musl be located at any obstruction and at reasonable intervals not exceeding
200". Cosridors which serve an occupancy load of 10 or more must be a minimum of 44°
wide, A 36" wide door wilh a minimum clearance of 32" is required. Interior doors can
require no more than 5 pounds of pressiire (o operate with hardware mounted no higher
than 48" above finished floor. Thresholds cannol exceed ¥2” in height.

In a mulliple accommodation toilet room, al least one accessible compartment will be
provided. Accessible individual compartment doors will be equipped with an automatic
clasing device and will provide a clear opening of 32" if located at the end, or 34" if located at
the side of the compartmen!. Opening hardware for the compartment must be centered
between 30" and 44" above finished floor and include a loop or u-shaped handle below the
latch. The compartment must be a minimum of 60" wide with 18" between the center of the
water closet and one sidewall and 42" from the centerline to the opposite wall.

The top of the loilet seat must be 177 to 19" above finished floor. The toilet paper dispenser
must be localed a minimum of 19" high, within 12" of the front edge of the toilet seat, and
provide a continuous paper flow. Side {(minimum 42" long) and rear (minimum 36" long)
grab bars, which will support at least 250 pounds, are mounted at 33" above the floor.

The lavatory sink height should not exceed 34" and a knee ciearance of 29" will be
provided. Paper towel dispensers and automatic hand dryers must meet forward and side
reach requirements. The sink faucets must be the lever type, electionically activated, or
approved self-closing valves with 2 minimum 10 second flow. Faucets must be operable
with a single hand and not require any twisting of the wrisi, pinching, or tight grasping. A
maximum of 5 pounds of force can be required to operale the faucets.

%I':'-Furmture and -Equipm L
UNIT  UNIT EXTENDED

Description. of Furniture & Equlpment Units L . QTY SOFT SQFT
- Special Purpose -
Commeode 9 0 0
Diaper Changing Counter 2 0 0
Mirror 2 0 0
Paper Towel Dispenser 2 0 0
- A Ubr;s Design Building Program Fortana Library and Resouu.;:;;;dogy Cenler
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CUNIT  UNIT EXTENDED

Description of Furniture & Equipment Units . QTY  SQFT SQFT
Sink And Counter 6 0 0
Soap Dispenser 2 0 0
Stall 9 0 0
Urinat 3 0 0

A Libris Design Building Program
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Functional Activity.. |~ - S L L e
This room slores all waste drsposals from Ilbrary and await lo be collected by waste disposa!
companies.

Fiiture Flexibility & Expandability :
This room will not change its use, size and Iocahon

Securlty & Supervnslon : :
This area should be locked at all tlme except for schedule p:ck-up from waste disposal
companies.

Spatial Relahonshlps : : :
This space should be adjacent to major vehicular traff'c

Space Finishes
CEILING:
Exposed structure

WALL:
Paint
FLOOR:
Sealed concrete
I!Iummatlon

Provide :ndustrlal interior lighting that defiver a minimum of 30 foot candles at floor level.

S:gnage - : : :
A sign on the door that says: "Recycllng & Wasle Disposal Storage - Authonzed Personnel
Only”

ADA (Disability Requirements)
This area must be accessible by a minimum of 36" arsle A storage room reqwres a 36'
wide door with a minimum clearance of 32°. Interior doors can require no more than 5
pounds of pressure to operate with hardware mounted no higher than 48" above finished
floor. Thresholds cannot exceed 1/2" in height.

and Equipment

UNIT NPT EXTENDED
Description of Furniture & Equipment Units QTY SQFT SQFT

Special Purpose
Recycle Bin 8 15 120
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This area prowdes spaCe tor the delwery of llbrary books and materrals from Irbrary vendors
as weli as furpiture and equipment 10 assist with the operation of the library. Deliveries of
library books and materials to homebound patrons will also be made through this area. This
area should be able to be locked off from the rest of the library so that deliveries can be
made to the !lbrary after hours via access to the loadrng dock and recerwng areas only

Occupancy : LT
STAFF WORKROOM WORKSTATIONS 2

Futuré Flexibility & Expandability
Itis not anticipated that this area woulcl change purpose or requ:re expansron in the future

_Securlty & Supervision . : .
Doors will need to be alarmed. A tock on the door controls entry lo this space.

Spatial Relationships : :
Adjacent 10 the loading dock and mail room, close to the Friend's book storage and general
library storage and in the proximity of the technical services workroom as well as the
computer room.

ADJACENT:
Information Technology Department

CLOSE:
Loading Dock or Service Elevator
Friend's Book Storage & Workroom
General Library Storage Room
Pages Work Area

Acoustics R

This will tend 1o be a very noisy enwronment The sound generated in thls area must be
dampened and nol permilted to disturb any nearby Irbrary spaces.

Space Finishes
This area will be industrial in nature.

CEILING:

Exposed structure
WALLS:

Painted Concrete or glazed and textured CMU w/ corner guards
FLOOR:

Sea!ed Concrete

Wimination } Lo
interior lighling will be mdustnal strength non- glare fixtures which delwer a mininum of 30
foot candies at counter Ievel

Fenestration ,

Wlndows woutd be an amemty

Separate temperature t:ontrot is requrred Cornfort Ie\rel to be set at 68° o 72° durlng

* heating and 72° to 78° during cooling for énergysavings. Rélative humidity al 30 lo 60%

and ventilation at 10 to 12 cubic feet per minute per person with 3 1o 10 air exchanges per
hour. HVAC vents should be located to avoid drafts on ocoupants.

Data Conimu nications

One standard duplex communlcauons outlet (one voice and one data) co-localed with
associated power distributed every 6' on the work counter.
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One slandard quad communications outlet (two voice and two data) co-located with
associated power at each workstation position mounted at 15" above the finished floor.

A sign an each door leadlng lo thls space whlch says “Shlppmg & Recelvmg

ADA (Disability Requirements) R Co :
This area must be accessible by a minimum of 36“ ars[e A slorage room requsres a 3p"
wide door with a minimum clearance of 32", Interior doors can require no more than 5
pounds of pressure to operate with hardware mounted no higher than 48" above finished
floor. Thresholds cannot exceed 1/2" in height.

F urmture and. Equrpment

UNIT  UNIT EXTENDED

Description of Furniture & Equipment Units QTY SQFT SQFT
Special Purpose
Bulletin Board 1 0 0
Hand Truck 1 4 4
Ladder, Step 1 2 2
Mailbox 1 0 0
Postage Meler/Scale 1 0 0
Shelving, Industrial 15 15 225
Wrapping Paper Dispenser, Counter Top 1 ] 0
Staff Workspace
Chair, Task 2 (] 0
Stool 1 0 0
Workstation, Inter-Branch Serting Counter 1 50 50
1 70 70

Workstation, Shipping & Receiving Counter
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Functronal Actwlty :
This room is where all of the data processmg and telecommunications equment will be
housed to support the library's electronic capabilities. All data and telephone lines will
originate here.

Future Flexibility & Expandability
Sufficient flexibility should exist to allow the rearrangement and remodeling of this space. it
is not expected that this area would need to be expanded since computer systems are
getting smaller, not larger.

SeCunty & Supervnsron :
This is a high security area. Onlya few aulhorized staff should have access to lhis room.
Access to the room is controlled by a changeable numerical code sequence systern.
Provide a security alarm if an unauthorized entry is attempted. This room will need a
specialized fire protection system to protect the equipment from water damage as well as a
smoke detector.

Spatial Relationships
Given that all areas of the library must be wired from this room, all efforts should be made to
locate this area centrally so that, if possible, data lines don't exceed 300 feet.

PROXIMITY:
Information Technology Department-City of Fontana

Acoustics
Given the prevalence of noisy printers and humming of computers, more than standard
acouslic dampening strategies should be employed.

Spage Finishes _
This is pot a pubhc area and will be mdustrnal quallty since it is primarily an equipment room.

CEILING:

Acoustical
WALLS:

Paint wf 1/2 Glass on interior
FLOOR:

Viny (Stalic resistant ﬂooring)

Illuminatlon _ _ -
The Ilghl level should average al Ieast 30 foot candles minimum with 40 foot candles
preferred over work surfaces. Because of the large number of computer screens in this

room, and the long periods of use, the lighting should be dimmable so that the computer
technicians can closely control the light level.

,Periestratlon
No windows.

HVAC: :
Individually-controlled thermostat just for ihis room is essential since the temperature and
humidity control for-this area is erilical {determine from computer vendor's specifications).
This room should have a very good air filttation system to keep it as dust free as possible. A
backup heating and cooling system is strongly recommended se that the computer system
doesn't have to be taken off line when the regular HVAC system is down for repalrs

T‘é!ephone Communications
Dedicated UPS for telephone equipment. Building on backup genesator.

Signage
Sign on the dom that says: ‘Computer Room Staff Only"
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ThlS Foom must be accesmble by a minimum of 36“ a:sle A storage room requnres a 36"
wide door with a minimum clearance of 32°. Inlerior doors can require no more than 5
pounds of pressure to operate with hardware mounted no higher than 48" above finished

floor. Threshelds cannot exceed 1/2” in height.

Description of Furniture & Equipment Units

UNIT  UNIT EXTENDED
QTY SQFT SQFT

Technology

Rack, Computer | Communications Equipment
Telecommunications Backboard
Telecommunications Equipment/Hub f Multiplexer
Telephone Handset

Uninterruptable Power Supply (UPS}), Multiple Devices

3 30 90
2 28 56
1 0 0
1 0 0
2 0 0
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The pnmary ﬁmcuon oflhls division is to prowdc a {ormal entrance and lobby for thc hbrary
building as well as access to ancillary services such as the Friend's bookstore & coffce bar,
display and exhibits space, the public meeting rooms and the main public rest rooms for the
facility. The lobby will provide space for library patrons to easily enter and exit the hibrary, but
will also provide space for receptions outside of the meceting room where refreshments can be

served.

[SPATIAL RELATIONSHIPS

The Library Entrance division is esscnually a “pass through” space which patrons will use when
visiting both the library proper as well as the public meeting rooms. As such, it should be
located centrally between the library proper and the public meeting reom division to allow
access to both in a convenient and efficient manner. The Library Entrance division must be able
1o be locked off and separated from the library proper so that the meeting rooms and ancillary

services can be accessed separately and utilized when the library is closed.

ADJACENT:
Circulation Services
Public Meeting Rooms

CLOSE:
Audie-Visual Library
Browsing
Children's Library
AWAY:
General Building Services
_DIVISION SPACE SUMMARY o SQFT
Friends' Bookstore 422
Friend's Coffee Bar 649
Public Entrance & L.obby 530
Security Desk 70
~ ———___TOTAL: 1,671
,; ;&Js Desfgn Building Progra_r: S . Fontana Libvary ard Resource Technology Cenler
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Friends' Bookstore

Functional Activily n RN
The Friends' Booksiore will be operated by volunteers from lhe Fnends of the Ltbmry
Library patrons and visitors o the Public Meeling Rooms will be able to stop in and browse
through the slore and make purchases or sit and enjoy a cup of coffee. The revenues from
the store will go toward financing the operation of the library. Books and materials in the
store will be marketed wilh display shelving that should be attraclive with an emphasis on
browsing and eye-catching appeal.

QOccupancy
PUBLIC SERVICE DESK WORKSTATIONS: 1

Future Flexibility & Expandability
This space will probably never need to be expanded in the future, bui it will need to be
reasonably flexible since the availability of the Friends’ volunteers can change. B under
ulilized in the fulure, this room should be able to be converted (o another meeting room,
training room, or studyftutoring room.

Security & Supervision
This space should be able to be secured separately from the ibrary lo allow for use after
hours when the library is closed, but when meelings are taking place in the building. Display
cases should be lockable. Layout must batance coplrol of merchandise with display in order
to altract customers while diminishing theft. The volunteer workers in the slore will supervise
this space.

Spatial Relationships
The Friends' Bookstore must be adjacent to the Public Entrance and Lobby and hsghiy
visible as people enter and exit the library. An adjacency to the Friends’ Workroom would
help volunteers moving book tricks and boxes as they replenish the bookstore stock.

ADJACENT:
Public Entrance & Lobby
Friends' Baok Storage & Workroom
Firend's Coffee Bar
Acoustics

This space should be acoustically buffered from the lubrary The Bookstore w|ll be parl of |
(he naisy inner lobby area. Adequate sound isolation must be provided through the use of
acoustic ceiling, floor and wall lreatment.

Space Finishes e
Since lhis area is located at the inner iobby of the hbrary, it must be very attractwe and
uncluttered. The relail nature of the space should be emphasized through the use of
merchandise display techniques. The floor finishes must be stain resistant, dirt repellant,
durable and low maintenance since this witl be a relatively high traffic area. Wall finishes
should be mark resistant, attractive, durable and easy to clean.

CEILING:

Acouslical tite
WALLS: L _ - .
Vinyl, Sisal or Fabric wall covering; Tackable surfaces; Vinyl.or
~ carpet cove base; Chair rail; Wall-mounled retailing display units ~
FLOOR: L . ' . -
Anti-static carpet tile, unfinished guarry tile, viny tile, or heavy weight
commercial anti-siatic carpet with enhanced backing {Nao carpet pad
permitted); Vinyt tle or unglazed ceramic tie al food preparation area

Hiumination
Specialized accent lighting of 40 to 50 foot candles at the bookstore entrance, counter lops,
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and all product display units including shelving. Light should be provided within in-wall glass
dispiay cases. Lighting should be zoned so that a portion of the fixtures can be turned off for
energy savings when natural lighting is available or when lower levels of lighting are
desirable.

Fenestration o con S L T
Windows are not reqmred but an extenor dlSplay wmdow for the promohon of merchanduse
with access through the Friends' Bookstore wou!d be an assel

Separate tempera\ure control is requrred Temperature to be controlled al 68" and 72° when
heating and 72° to 78° when cooling for energy savings. Relative humidity at 30 to 60% and
ventifation at 5 to 12 cubic feet per minute per person with 3 to 10 air exchanges per hour,
Area requires mdwldual thermostat w:lh lockable cover.

Electrical _ T _ _ .
To provide universal access to power and data connechons wall mounted re{:eptac!es and
outlets can be installed no less than 15" ahove the finished floor for forward reach access
and no less than 9" above the finished floor for a side reach access, with a minimum of 30"
wide x 48" deep clear floar space.

Data Communications
Provide one standard quad communications outlet (two voice and two data) co-located with
associated power at the main checkout (point of sale} location; and one duplex data only
oullet {two data) al each table location around the perimeter wall for laptop use, with
associated power consisting of one duplex power receptacle for every one duplex data outlet
pravided.

Telephone Communications : : :
Provide ane standard quad communications outlet (lwo voice and two data) c&!ocated with
associated power at the main checkout {point of sale) location; and one duplex data only
outlet {two data) at each table location around the perimeter wall for laplop use, with
associated power consisting of one duplex power receptacle for every one duplex data outlet
provided.

Slgnage .. )
Required signage includes a major area dlrectronal and |dent|f|cal|on sign which can be seen
from the fobby. This directional sign (“Friends’ Bookstore™) must be wall-mounted or ceiling
hung at least 80" high when suspended overhead on a path of travel and must have
characters and numbers that are appropriately sized according to the viewing distance, but
no less than 3” i height. Characlers must have a width-to-height ratio of between 3.5 and
1:1 and a stroke width-to-height ratio between 1:5 and 1:10; must contrast with their
background; and musi be in a matte, eggshell, or other non-glare finish. Permanent rcom
identification signage (*Friends’ Bookstote™) must be wall-mounted on the latch side of any
door or entrance at 60" above the finished floor and shall be 1/32" raised uppercase sans
serif type characiers accom panled by Grade ] Braﬂie

ADA (Disability Réquirements) . o — : SI
The Friends’ Bookstore must be accessmie by means oi a 36" minimum arsle and a 36" wade
door with a minimum clearance of 32", Interior doors can require no more than 5 peunds of
pressire to operate with hardware mounted no higher than 48" above the finished floor.
Thresholds cannot exceed %" in height.
if network access is available at the café tables for portable computers or other elecironic
eguipment, then access-to data jacks and power receptacles must meet ihe cnterla oullmed

. inthe Telecommunications Space Delall e . :

If a sink is provided, the s‘rnk fauce{s must be the lever type, eleclfonically aclivated, or -
-approved self-closing valves with a minimum 10 second flow. Faucets must be operable
wilh a single hand and not require any twisting of the wrist, pinching, or tight grasping. A

maximum of 5 pounds of force can be required to operate the faucets.

If use of the sink is essential to a volunteer's duties, {e.q., washing dishes), then an
_accessible wheelchair space under the emk must be provnded including a mtmmum of 30" x
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48" of clear space in front of the sink that allows forward appioach. The counter next to the
sink can be no higher than 34" and the sink area can be no higher than 34" above the
finished floor with a clear 19" depth for knee clearance. There can be no obstructions,
cabinets, or sharp objects under the sink; and the hot water pipes and dratns must be
properly insulated. if fixed storage cabinets, drawers, of lockers are provided, at least one of
each type must comply.

Audible and visual emergency warning atarms are reqwred Signage will meel requirements
as ouflined in the Slgnage Space Detail.

UNIT  UNIT EXTENDED

Description of Fumiture & Equipment Units Qly SQF7 SQFT
Reader's Seats
Chair, Task 1 15 15
Special Purpose
Case, Merchandise Display 5 35 175
Cash Register 1 0 0
Desk, Friend's 2 20 40
Queing Area 4 6 24
Staff Workspace
Shelving, SF 84"H Stee! W/ 6 Shelves 14 12 168
Technology
Computer, Staff Desktop 0 0
Printer, ink-Jet (B&W) 1 0 0
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Functioﬁal Actlv ity : ' '
The Friend's Coffee Bar wrll be operaled by volunteers from the library’s Fnend s group
Library patrons and visitors lo the public meeting rooms, homework cenler, literacy center,
career center and library will be able 10 stop in and make purchases. The revenues from the
Friend's Coffee Bar will go toward financing the operation of the library. Coffee, beverages,
and snacks should emphasrs walk by appeal.

Occubancy

CAFE SEATS: 18
PUBLIC SERVICE WORKSTATIONS: 1

Future Flexgbiflty & Ex]ﬁéndablhty
This space will probably never need to be expanded in the fulure, but i will need to be
reasonably flexible since the existence and/or fervar of the Friends volunteers can wax and
wane. If unused in the future, this space should be able to provide additional area for
occasional receptions or to be :ncorporated into the homework cenler.

Security & Supemsion "

This space should be able to be secured separately from the Irbrary proper to allow for use
after hours when the library is closed bul the homework center, Kiteracy center, career center
and public meeting rocoms are epen, The volunteers located at a work area in the coffee bar
will supervise Lhis space.

Spatial Relatlonships

The Friend's Coffee Bar must be adjacenl lo the Public Entrance and Lobby and highly
visible as people enter and exit the library.

ADJACENT:

Friend's Bookstore

Public Entrance & Lobby

F.T.L.C. - Family Training & Learning Center
CLOSE:

Audiforium
Conference Room
Meeting Room

The space shoukl be acoustically buffered from the library proper. The coffee bar will be
part of the noisy entrance area because of conversations between patrons and volunteers,
however an attempt should be made to cioister this area somewhat from the Jobby so that
patrons can enjoy in re!atwe peace

Spaee Finishes S SRR :
Since this area is located at the main entrance of lhe library, it must be very atlracuve and
uncluttered. The retail nature of lhe space should be emphasized through the use of
merchandise display techniques. The floor finishes must be stain resistant, dirt repellant,
durable and low maintenance since this will be a relatively high iraffic area and food and
drinks may be served. Wall finishes should be mark resistant, attractive, durable and easy
to clean,

" 'CEILING: . .
. . . Acoustical lile
WALLS: . -
Vinyl, Sisal or Fabric wall covering; Tackable surfaces; Vinyl or
carpet cove base; Chair rail; Wall-mounted retailing display units
FLOOR:
Anti-static carpel tite, unfinished quarry tile, vinyl tile, or heavy weight
commercial anti-static carpel W|th enhanced backmg {No carpet pacl
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permitted); Viny tile or unglazed ceramic lile at food preparation area
Wiiination (T EEL 0 T e
Specnallzed accent llght g of 40 io 50 foot candles at the counter tops, and al! product
display units. Lighting should be zoned so that a portion of the fixtures can be turned off for

energy savings when natural lighting is available or when lower levels of lighting are
desirable.

Fenesiratlon

Windows to the exterior outdoor deck are reqwred and a wsmle 3|ght hne is requ;red from
the serwng work areato lhe ouldoor cafe tables

HVAC A o N :
Separate temperature control is requwed Temperature to be contfrolled aI 68° and 72" when
heating and 72° to 78° when cooling for energy savings. Relative humidity at 30 1o 60% and
ventilation at 5 to 12 cubic feet per minute per person with 3 to 10 air exchanges per hour.
Venlilation must provide rapid dispersal of any heat produced by equipment or high number
of ccoupants. Area requires individual thermostat with lockable cover. Ductwork should be
bafiled to prevent unacceplable nmse levels in the café.

Eleclncal

To prowde universal access to power and data connections, wall- mounted receptacles and
outlets can be installed no less than 15" above the finished floor for forward reach access
and no less than 9" above the finished floor for a side reach access, with a minimum of 30"
wide x 48" deep clear floor space

Data Communications :
Provide one standard quad communlcahons autlet {two voice and two data) co-located with
associated power at the main checkout (point of sale} location; and one duplex data only
outlet {iwo data) at each table location around the perimeter wall for faptop use, with
associaled power consisting of one duplex power receptacle for every one duplex data outlet
provided.

Telephornie. Communications
Provide one standard quad l:ommunlcatlons outlet (two voice and two data) co—located W|lh
associated power at the main checkout (point of sale) location; and one duplex data only
oullet (two data) at each table location around the perimeter wall for laptop use, with
associated power consisting of one duplex power receptacle for every one duplex data outlet
prowded

Requlred mgnage mcludes a major area dlrecttonal and |dentlr catlon 3|gn whtch can be seen
from the lobby. This directional sign (“Friends’ Coffee Bar”) must be wall-mounted or ceiling
hung at least 80" high when suspended overhead on a path of ravel and must have
_characters and numbers thal are appropriately sized according 1o the viewing distance, but
no less than 37 in height. Characters must have a width-to-height ratio of between 3:5 and
1:1 and a stroke width-to-height ratio between 1:5 and 1:10; must contrast with their
background; and must be in a matte, eggshell, or other non-glare finish. Permanent room
identification signage (*Friends’ Coffee Bar")} must be wall-mounted on the latch side of any
door or entrance at 60" above the finished floor and shall be 1/32” raised uppercase sans
serif type characters accompanied by Grade If Braile. Other signage should include
changeable information signs including hours of operatiot and restriction signs (e g., “No
Smokmg )

_ The Fnends Coﬁee Bar must be accessible by means of a 36’ minimum alsle anda 36"
wide door with a minimum clearance of 32°, Interior doors can require no more than 5
pounds of pressure to operate wilh hardware mounted no higher than 48" above the finished
fteor. Thresholds cannct exceed %° in height.
if network access is available at {he café tables for portable computers or other eleclronic
equipment, then access to data jacks and power receptactes must meet the criteria outlined
in the Telecommunications Space Detail.
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At least 5% or a minimum of one of each element of fixed seating, tables, computer
stations, etc. in each area is accessible to persons with disabilities. Provide 36” (minimum)
leng x 347 (maximum}) high counter surface.

If a sink is provided, the sink faucets must be the lever type, electronically activated, or
approved self-closing valves with a minimum 10 second flow. Faucets must be operable
with a single hand and not require any fwisting of the wrist, pinching, or tight grasping. A
maximum of 5 pounds of force can be required to operate the faucets.

If use of the sink is essential to a volunteer's duties, (e.g., washing dishes), then an
accessible wheelchair space under the sink must be provided including 2 minimum of 30" x
48" of clear space in front of the sink that allows forward approach. The counter next to the
sink can be no higher than 34" and the sink area can be no higher than 34" above the
finished floor with a clear 19” depth for knee clearance. There can be no obstructions,
cabinels, or sharp objects under the sink; and the hot water pipes and drains must be
properly insuiated. If fixed storage cabinets, drawers, or lockers are provided, at least one of
each type must comply.

UNIT  UNIT EXTENDED

Description of Furniture & Equipment Units QTY SQFT SQFT
Meeting Rooms
Chair, Café 18 D 0
Table, Café 2 60 120
Reader's Seats
Table, Café 5 10 50
Special Purpose
Cappuccino Machine 1 0 0
Case, Merchandise Display 1 35 35
Cash Reagister 1 0 0
Coffee Bar Cart 1 100 100
Coffee Maker/Umn 1 0 0
Coffee Thermos 4 0 0
Cold Drink Dispenser 1 0 D
Cutting Board, Kitchen 1 0 0
Dishwasher 1 12 12
Garbage Bin, interior 1 15 15
Hot Water Urn 1 0 0
Refrigerator 1 20 20
Safe, Floor 1 0 0
Sign, Announcement ' 1 0 0
" Bink 1. 18 18
_.Sdap Dispenser K 1 0. . 0
Storage Cabinet . 2 18 - 36
Stove Top, Electric 1 15 15
Supply Cabinet 1 18 18
A Libris Design Building Prograrm . Fortana Library and Resource Technotooy Center

Report Printed o 1/E3/2004 3:24:21 PM : Page 5-188



1
]

UNIT  UNIT EXTENDED
Description of Furniture & Equipment Units QTY SQFT SQFT

Staff Workspace
Cabinets, Below Counter 15 0 0
Restroom 1 80 80
Workstation, Coffee Shop Counter 2 0 0
Workstation, Coffee Shop Service Counter 1 75 75
Workstation, Food Preparation Counter 1 55 55
Technology
Computer, Staff Desktop 1 0 0
1 0 0

Printer, Receipt
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Thls space prowdes access 1o lhe Ilbrary as well as lts ancﬂlary services. The enira nce
should consist of a double set of automatic sliding doors for patron convenience, but set far
enough apart to create a weather vestibule. The lobby should be an inviting space that
welcomes the public to the library and the meeting room complex. The interesting use of
light and space, the infroduction of the building’s theme, public art, and the spaciousness
required for traffic flows should combine 1o make this area the architectural focal paint of the
building. The lobby should be inviting, spacious, beautiful as well as capable of handling
significant traffic flows. It should also pefmit receplions with refreshments.

Future Flexlbnllty & Expandablhty

This space will probably never need to be expanded in the future but it wﬂl need to be
reasonably flexible since it will double as a display area for exhibits. This space will also
provide space for occasional large recepltions.

Securlty & Supewlsmn

The lobby should be able to be secured not only from the outside of the bundmg but also
from the library proper itself to allow for the use of the public meeting room complex after
hours when the library proper is closed. Much of the lobby should be able to be supervised
by the slaff at the circulation desk, The fire alarm annuncialion display panel should be
located in this space immediately visible upon entering the library building. Also provide
unauthorized entry detectlon and alarm system main Iocator panel in this space.

Spatlal Relatuonshlps

The public entrance and lobby is the focal point and pnmary access conduit to all parts of the
library building including the library proper and all ancillary services. Access to the meeting
rooms as well as the library proper should be off the lobhy.

ADJACENT:
Circulation Desk
Friend's Bookstore
Friend's Coffee Bar
Public Meeling Rooms
CLOSE:
AV Collection & Seating
Children's Library Entrance
New Book Display
AWAY:
Loading Dock
Acoustics: - :

Since thss spaée will be quﬂe nousy because of patrons walkmg and talkmg, it should be
acoustically buffered from the library proper. This space should act like a sound "vestibule™
between the entrance to the hbrary and lhe Iabrary proper.

Space Flnlshes

Since this is the main entrance of the Ilbrary and the f rst space that the public will see, |t
must be very attraclive and business-like, and it must look that vay in twenty years as well
as the day the building opens. The floor finishes must be of high durability, slip resistant and
as maintenance frée as possible. The front entrance should bé on the same level as the
exterior sidewalk to avoid a barrier for the physically challenged. Wal! fmshes should be
highly durable and easy to clean as well.

CEILING:
Acoustical
WALLS:
Highly durable; Sisal or vinyl with marble or granite wainscoting.
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FLOOR:

Glazed quarry lile 8" by 8" with non-slip matle ﬁnish or similar

General Ilghtmg at 30 to 40 foot candres with speaahzed accent llghllng at 50 fool candles at
the entrance and in the lobby on any directories or display walls. Light should be provided
wmthln m-wali glass dssplay cases.

\ There should be glass elther in the front doors and/or around them to provide for a view lo
the outside of the library from this space as well as other staffed areas. This is an area that
is particularly well suited to the use of skylights andfor clerestories for additional natural light.

Slgnagé : -

Provide a Irghled and easily changeable sign visible at the enlrance lhat shows the librarys
hours as well as saying either "Open” or "Closed.” Provide a sign at the entrance to the
building that says: "This is a No Smoking Building.” Provide a sign leading from the lobby
into the library proper which says: "No Food or Drink.” Also provide a changeable events
signboard which can display the daily activities for Lhe library. Provide a sign ihat says “Boaok
Return” on any book drop slots focated within the lobby.

ADA (Disability Requirements) .

The Public Entrance and Lobby will be accessible by means of a 36" minimum aisle and at
least one 36” wide door, which has a minimum clearance of 32". Revolving doors cannol be
the only entrance to the facility. If wrnsliles are used, \hen a readily apparent accessible
door must be pravided adjacent 1o the turnstife. Doors in a sefies (lo provide a weathert lock)
require a clear separation of no less than 48”. Exlerior doors can require no more than 8 %2
pounds of pressure o operate. Automatic or power-assist oplion doors are recommended
for the primary entrance. Doormats must be securely attached and have a pile of no more
than 2", Exposed edges of doormals must be Tasiened to the floor sudace.

Provide minimum width of 36" for stairway widih if occupant load is less than 49; minimum
width of 44" if occupant load is more than 50. Intermediale handrails shall be provided if
slair width is greater than 88”.
Handrails are required on both sides of stairways and shall be able to withstand a minimum
structural strenglh to support a 25¢ b point load. They are 347 to 38" above the nosing of
the treads. They extend a minimum of 12" parallel with the floor surface heyond the top
nosing and extend a minimum of tread width plus 12° beyond the boltom nosing before they
are relurned. Ends of handrails are rounded or retumed smoothly to wall or post or floor to
prevent a hazard encounter. [f stairs are continuous from landing to landing, the inner rails)
that double back to turn need ta be continuous. When handrail projects from a wall, the
clearance is 1-1/2". Diameler or cross-sectional width of handgrip portion is between 1-1/4"
to 1-1/2".
Provide contrasting color and slip resistant strips. The strips for upper approach and all
treads of exterior stairs are 2" wide minimum and 1° maximum away from the fread noses
and landing. Strips for upper approach and the lower tread of interior slairs are 2” wide
minimum and 1” maximum from the tread nose or landing.
Tread, Nosing, and Risers
All read surfaces shall be slip resistant and are 117 deep minimum measured from riser to
riser. Nosing cannot project mare than 1-1/2° past the face of riser below. All risers shall be
- closed. They are not less than 47 or grealer than 7° hlgh In any one flight of stairs, all steps
have 1o have a umfmm riser herghl and tread WIdth

Prowde and mlegrale both wsual and audlbie aiafms for emergency warnmg systems

Visual alarm lamp is a xenon strobe type or equivalenl. The color of light is clear and -
nominal unfitered white. The maximum pulse duration of alarms are 0.2 second wilh a
maximum duly cycle of 40 percent. The intensity of the light if 756 candela minimum and the
flash rale is a minimum of 1 Hz and a maximum of 3 Hz. Mouni appliances at 80" above the
highest floor level within the space or 6" below the ceiling, whichever is lower.

Audible alarms shall produce a sound thal exceeds the prevailing equivalent sound leve! in
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the raom or space by at least 15 db or exceeds any maximum sound tevel with a duration of
60 seconds by 5 db, whichever is louder. But should levels for alarm signalg shall not
exceed 12 db.

Passenger elevators are located near major path of lravel and are accessible at all timas the
building is occupied. All car platforms are 54" deep minimum. Provide 687 wide minimum of
czr platform Yor off-cenler door panel elevalors and 80" wide minimum for on-center door
panel elevalprs. When fully opened, the doonway is 36" wide clear minimum. Only side-
shide type of doors is allowed, and il shall operate automatically and shalt have an automatic
reppening device. This device allows the door reopens when objects pass through the
opening at heights between 5™ and 29" from the floor withou! conlact. All elevator doors
remain open for at least 5 seconds after initial aclivation and 20 seconds minimum for
aulomatic reopening device. Elevator is self-leveling to within ¥2* of the floor landing. The
clearance between the car platiorm sill and the edge of the hoistway landing is no greater
than 1-1/47. Elevator floor butions are mounted 48" high maximum for front reach ones and
54" high maximum for side reach ones. Emergency controls are a minimum of 35" from the
floor and emergency communication device a maximum of 48" from the door. Emergency
communicalion device does not require voice communication. Provide visual and andible
signals indicating the position of the car on or between floors. The indication is positioned
above the car conirol panel or over the door. Provide al least one handrail on one wall of
elevator cars.

Provide visual signal of 2-1/2" x 2-1/2" hall lanterns and shall be visible from call button.
Centerline of hall lanterns is 72” high above finish floor. Visual signals shall indicate each
direction. Audible signal sounds are once for up direction and twice for down direction.
fdentify the floor by signs mounied 60" above floor with both raised Arabic numerals and
Braille syinbols at elevalor door jambs (on both sides) at each floor landing.

Provide at least one drinking fountain for individuals who use wheelchairs and one
accessible 1o those who have difficulty bending or stooping. If a drinking fountain is located
in an alcove, the alcove is not less than 32" wide x 18" deep. Depth of fountains is 18°
minimum. Clear and unobstructed knee spaces under fountains are 277 high x 8” deep.
Provide 9” high x 17" deep toe clearance under fountains. Bubbler outlet is 36" high
maximum from floor for people on wheelchairs. Side approach fountains are not allowed.

Provide 307 x 48" minimum clear and fevel floor space for forward or parallel approach.
Highest operable part of forward read {elephones is 48™ high maximum above finish floor;
54" maximum for side reach telephones. Provide at least one in each location that is
equipped with a volume control for hearing aid. The phone shall be identified by a sign
containing a depiction of a telephone handset with radiating sound waves. Volume control is
capable of a minimum of 12 db and maximum of 18 db adjustment above normal are
provided. Handsel core is 297 long minimum.

UNIT  UNIT EXTENDED

Description of Furniture & Equipment Units QTY SQFT SQFT
Special Purpose

Art Work 1 0 : 0

. Case, In-Wall Display 5 10 50

" Directory : I [ Y

" Drinking Fountain 2 0 0

Plaque, Dedication - . 2 0 0

Queing Area 80 6 480

Sign, Announcement 1 0 0
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Funiture.and Equipment

UNIT  UNIT EXTENDED
Description of Furniture & Equipment Units QTY SQFT SQFT
Technology
Telephones, Public Pay {2 Heights) 1 0 0
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Funcﬂonél Actlwty

The security desk is the first publlc service pomt that lhe public will see when enterlng and
leaving the tibrary.

Occupancy
PUBLIC SERVICE DESK WORKSTATIONS 1

Future Flexibility & Expandability
Security desk areas are frequently remodeled and expanded when the library expands.
While it is not anticipated thal ihis will be necessary any time soon, sufficient flexibility should
be provided to allow mexpenswe remodellng if it becomes necessary in the fulure

3.Secunty & Supervision

The staff at the security desk supervises most of the areas just m3|de lhe enirance from the
fobby. Quick and easy access to patrons exiling afler setting off the security gate alarms is
important.

Spatial Relationships

The security desk must be adjacent to the public entrance and Iobby as Weﬁ as lhe main
circulation path in and out of the library, but just off to one side so as not to interfere with the
flow of people coming and going from the library. The library siaff at the circulation desk
should have good visual supervision of the security system gates and be able to access the
gates and lobby relatively quickly if necessary.

This circulation desk shoutd be adjacent to the circulation warkroom and office, close to the
book drep and sorting area-1. The circulation desk should also be close to the AV
colleclions and new book display as well as the children’s entrance.

Finally, when approaching the security desk, patrons should reach the seff check-out

stations.
ADJACENT:
Public Entrance & Lobby
Informaltion Desk
Circulalion Work Area (1)
CLOSE:
Circulation Workroom
AV Colleclion & Sealing
Book Drop
Children's Libraryt nirance
New Book Display
PROXIMITY:
Public Rest Rooms
AWAY:
Loading Dock
Shipping & Receiving
Staff Entrance
. Agoustics -

" 8ince this space will be quﬂe noisy because of patrons walklng and: ta!klng, e\ferymIng
possible should be done to keep the noise generated in this ared from spreadmg throughout
the library. .

Space Finishes
The finishes in this area present a special problem because they will receive a very high
degree of wear and tear, and because lhey need to look very good for the entire life of the
building. The fioor finish should either be a non-slip hard surface which is highly durable, or
a h|gh quality carpet square which can be changed frequently Any wall or casework

———
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surfaces should be highly resistant to defacement as well as be easy to clean. All work
surfaces should be allractive, with non-glare producing surfaces and rounded corners and
edges to reduce the possibility of injury to staff and patrons alike. All walls in this area need
cormner guards.,

CEILING:

Acoustical
WALLS:

Vinyl, Sisal or Fabric wall covering.
FLOOR:

Carpet lile, stone or quarry tile

Illumination : : o
On average, there should be a minimum of 40 to 50 foot candles oi Ilght in the space with
preferably 70 foot candles delivered to work surfaces. The circulation desk should be
"highlighted” in order to help patrons find this service area. Any signage should be
iluminated as well for greater visibilily. Lights in this area must not create a heat build up for
the staff who spend a lot of time at their workslations. Furlher, extra special care must be
taken to make sure there will be no glare on VDT screens here since staff work wilh these
screens intensively over a long period of time each day. The master control for all lights for
the library should be located here under staff contro!

Fenestration
Natural light is not required, but is desirable to prowde a more pleasant psycholog'.cal
selting, however care must be taken not to create glare in the computer screens present in
this space or in the eyes of siaff working at the desk for long pertods of time.

HVAC
Make certain that HYAC vents are not blowing hot or cold air drrectly on the slaff at the
various checkout stations. Provide a key lock caontrolled thermostat in this area.

Data Communrications . : R : : -
Provide one standard duplex communications outlet (one voice and one data) c&!ocated
with associated power distributed every 4" on the work counter and one standard quad
communications outlet {two voice and two data) co-located with associated power at each
workstalion position.

Signage - _ e _

Required signage includes a well-lighted major area drrechonal and ldenlmcatlon sign whlch

can be seen from the Lobby and Library Entrance. This directional sign ("Security Desk” or

*Customer Service”) musl be wall-mounted or ceiling hung at least 80" high when

suspended overhead on a path of travel and must have characters and numbers that are

appropriately sized according to lhe viewing d|stance but no Iess than 3in helght

ADA’ (Disabihty Requlrements) 2 SRR N
The security desk will be access:ble by means of a 36" mmlrnum a:sle It shali contain at
least one accessible counter located at a seclion of the counter that is no more than 28" to
34" high for a continuous length of 36",

Fumniture and Equipment S
UNIT  UNIT EXTENDED

Descripﬁon of Furniture & Equipmeht Units QTY SQFT SQFT
“Reader's Seats _ - ' B '
~ Chair,Task . S 115 15

Staff Workspace

Desk, Security 1 55 55

A Libris Des{gn Buiiding Program Fontana Library and Resource Technotogy Center
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UNIT  UNIT EXTENDED
Description of Furniture & Equipment Units QTY SAQFT SQFT
Technology
Computer, Statf Desktop 1 0 0
A Libris Design ;uilding Program o Fonlana Library and Resource Technology Center
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[FUNCTIONAL ACTIVITY.

The primary function of this division is (o pmwdc housmg for and access to the hbrary s c:pe(nal
collections such as books by local authors, local historical materials, and the genealogy
collection. These materials are not to be checked out of the library. Some of the more
irreplaceable items are locked within cases and libsasians tmust hand-deliver the matecials to the
patron.,

[SPATIAL RELATIONSHIPS .~ - _ -

The only relationship for this dmsmn is that it should be close 1o the Reference Scrwccq

CLOSE:
Reference Services

This Division implements the following goals:

1} "The Fontana Commmnity will benefit from a dynamic
Library that encourages and develops a sense of
community and recognizes it's culiural and historical

heritage.”

PACE SUMM; SQFT _
Local History Collection & Seating 402
o I _TOTAL: A0z |
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There are Ilbrary patrons in lhe cornmumly who have a spemal mteresl in thls area They
may have a special interest in locaf culture and history, or they may be senior citizens simply
looking for a quiet place to read. Generally, the special collection room should be removed
from the more noisy areas of the library. Some of the books in this collection will be housed
in locked book display cases that will require the assistance of a reference librarian to
access.

'bccijpancy_ -
READER SEATS: 8
TECHNOLOGY WORKSTATIONS: 1

-Future F!exrbrlﬂy & Expandabijlity . .
It is unlikely thal this space will need lo be expanded very much in the future, but the
pOSSIbIIIly should be kept open.

Reference staﬁ at the desk, office and workroom will supervise this area. The dtsplay cases
musi be constructed in @ manner so as to protect the historical collections within if the
sprinkler system in this room is aclivated (water damage to these materials is as adverse in
some cases as fire).

Spatial Relatlonshlps

The Local History Collections should be in a more remote area of the library, but reasonably
close to the Relerence Desk and preferably visible from the Reference Desk sop thal staff
can help supervise the area.

CLOSE:
Reference Desk

ustlcs : : . .
Standard collecllon area acoustics. This area should be a Separate room and must be kepi
quieter than the rest of the tibrary. Patrons researching local history will want quiet for
concentration and sludy. Surfaces should be absorptive and include carpet, acoustical wall
lreatment and acousllcal cellzng tites to lessen the external nolse whlch enters this room.

The ﬂoor f nishes muet be of hrgh durabmty, attractlve and as malntenance free as possrble' '
since they will receive moderately heavy traffic.

CEILING:
Acoustical
WALLS:
Paint

FLOOR:

Carpet or Carpet Tile

The use of lighting inside the book cases should be explored and implemented if practlcal

antl cost effettive, otherwise provide 30 foot candles vertically at 3Q" above the fioor atthe
display cases.” Make certain that the tighting is even in the display case fromone erid 6fa - -~
range to the other as well as from the top of the ¢ase to the bottom' as much as possible.

Provide non-glare and shadowless light for an even distribution of light to make reading book ~
spines and books easy. Provide a minimum of 30 to 40 foot candles of light (with 50 foot

candles preferred) at table top level in the seating areas. Ultra-violet light must be filtered

from all light sources, amflcral of natural to prevent the destruction of the historical

collections.

Fenestratlen

A Libris Design Building Program Fontana lerary and Resource Technology Center
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Natural light in this room is desvrable

Temperature should be maintained between 68° and 72° wllh a relalwe humldny of 40 60%
for collection preservation and human comfort. Thermostats in public areas should have
lockable covers.

Telephone Communications - .- ma : .
The outlets can be wall-mounted at 6 above the table of carrel work surface wall mounted
at 15” above 1he finished floor, or in recessed floor boxes accommodating two, four or more
drops (jacks). The data cabling can also be distributed via conduit and J-boxes with the data
drops integrated into the furniture. Associated power will be required consisting of one
duplex power receptacle for every data drop pravided to support one computer and one
maonitor.

Provide one single data drop {jack) per table or carrel. The outlets can be wall-mounted at
6" above the table or carrel work surface, wall-mounted at 15" above the finished floor, or in
recessed floor boxes accommeodating two, four ar more drops {jacks). The data cabling can
also be distributed via conduit and J-boxes wilh the data drops integrated into the furniture.
Associated power will be required consisting of one duplex power receptacle for every data
drop provided to support one computer and cne monitor.

To provide universal access to power and data connections, wall-mounted receptacles and
outlets can be installed no less than 15" above the finished floor for forward reach access
and no less than 9" above the finished floor for side reach access, with a minimum of 30”
wide x 487 deep clear floor space. If no alternatives are provided 1o receptacles mounted at
6" above the work surface on the back wall of a carrel, the depth of the work surface cannot
exceed 24” for a side reach or 25" for a forward reach at accessubie locations.

Slgnaﬁe -
An overhead Stgn that says: “Local History Collecllon
Required signage includes a well-lighled area directional and identification sign which can be
seen from the Circulation Desk, Reference Desk, or ather major traffic path. This direclional
sign (“Local History Collection”} must be wall-mounted or ceiling hung at least 80" high when
suspended overhead on a path of travel and must have characters and numbers that are
appropriately sized according to the viewing distance, but no less than 3" in height.
Characters must have a width-to-height ratio of between 3:5 and 1:1 and a stroke width-to-
height ratio between 1:5 and 1:10; must conirast with their background; and mustbein a
matte, eggshell, or ather non-glare finish. Permanent room identification signage (“Local
History Collection®) must be wall-mounted on the latch side of the door or entrance at 60"
above the finished floor and shall be 1/32” raised uppercase sans serif type characters
accompanied by Grade ll Braille. This room identification sign may include a sign carrier for
posting schedules.

Additional requiremenls include fire and life safety lighted exit signs, restriction signs, (e.g.,
*Emergency Exit Only — Alarm will Sound”) changeable and permanent information signs
{e.g.. "Local History Materials Do Not Clrcu!ate“) and donor recogn:tlon plaques

ADA (Ulséblhty Reqiurel‘ﬁeﬁfs)f'_}' v iE . : T :
At least 5% or a minimum of one of each elemenl of f xed seatmg, tables sludy carrels,
computer stations, etc. in each area is accessible to persons with disabilities. Aisles
between bookshelves and book stacks are 44" wide minimum if they serve on both sides
and 36 wide minimum if serve on ong 5|de For major circulation path, prowde- minimum
60" in widih.
The height of fixed or built-in worktables and counters is between 28” to 34" from finished
floors. A minimum of 30™wide x 48" deep clear floor space-under these lables and counters
must be provided. Knee clearance at such tables, counters and work surfaces is at least 277
high, 30” wide and 19° deep.

Display area shall have a minimum clear aisle width of 44". Cafalogs and displays should be
within acceSSIble reach with a maximum helght of 48", But the lowest usable portion of

A Libris Design Bmldlng Program Fonlana Library and Resowce Ted-m!ogy Center
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catalogs must be located a minimum of 18" above the finish floor. -

Provide and integrate both visual and audible alarms for emergency warning systems. Lamp
of visual alarms is a xenon strobe type or equivalent. The color of light is clear and nominal
unfiltered white. The maximum pulse duration of alarms are 0.2 second with a maximum
duty cycle of 40 percent. The intensity of the light if 75 candela minimum and the flash rate
is a minimum of 1 Hz and a maximum of 3 Hz. Moun! appliances at 80" above the highest
floor level within the space or 6” below the ceiling, whichever is lower.

Audible alarms shalf produce a sound that exceeds the prevailing equivalent sound level in
the room or space by at least 15 db or exceeds any maximum sound level with a duration of
60 seconds by S db, whichever is louder. But should levels for alarm signals shall not
exceed 12 db.

All aisles serving one side are a minimum of 36" in widlh and 44 minimum if serving both
sides. Corridors, which serve an occupancy load of 10 or more, must be a minimum of 447
wide. Corridors and hallways that are Jocated on an accessible route and exceed 200°-0" in
length must have a minimurm clear width of 6O” for two wheelchairs 1o pass parallel. Greater
distances 1o an exit, cross aisle, or foyer, increase the accessible aisle requirement in
increments of 1 %" per 5" in length. Iif an accessible aisle is less than 60" wide, then turning
and passing spaces of 607 by 60" must be located at any obstruction and at reasonable
intervals not exceeding 200

Bookshelves are located 54” high maximum above finish floor unless an altendant is
available to assist individuals with disabilities.
Shelf height in open book stacks is restricted. However, atlendant(s} should be provided for

assistant.

" UNIT  UNIT EXTENDED

Description of Furniture & Equipment Units QTY SQFT SQFT
Reader’s Seats

Chair, Reader’s 8 (] 0

Table, Reader's 2 100 200
Shelving

36" Aisle SF 80"R Steel! Shelving Wi 7 Shelves 9 12 108

1474 Locd History
Special Purpose

Case, Floor Display 2 30 60
Clock 1 0 0
Waste Basket 1 4 4
Technology
Chair, Technology Workstation 1 0 0
Computer, Public Desktop 1 0 0
Printer, Ink-det (B&W) - . K o 8
Workstation, Technology Counter 1 30 30
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IFUNCTIONAL ACTIVITY

The primary function of this dmsxon is to provide housmg for and ACCess to the library 5 non-
fiction book collection. The non-fiction collection is central to the library's role as a reference
and resource library for the community. Library patrons usually need a great deal more
assistance finding books in the non-fiction collection than they do in the fiction collection and
for this rcason professional staff must be relatively close by to provide assistance.

[SPATIAL RELATIONSHIPS

The major spatial relationship for the Non-Fi iction Collcct:on 18 that it be very close to the
Reference Services division, While using the Non-Fiction Collection, library patrons will
usually consult one of the library’s On-Line Public Access Catalogs (OPAC) in the Reference
Services division before heading for the non-fiction collection.

One of the more common scenarios is a library patron entering the library and proceeding to the
QOPAC, consulting the catalog and then going to the appropriate section of the Non-Fiction
Collection to find one or more books. Patrons will then either sit down and look at the books
and/or check the books out at the Circulation Desk. Patrons may also find it necessary to consult
with the library’s staff to assist them during their search for infonnation. Further, the library's
staff will have frequent need 10 access the non-fiction coliection while answering reference
questions as well as taking patrons to the non-fiction cotlection from the reference desk to help
them find books on a specific subject.

CLOSE:

Reference Services
PROXIMITY:

Fiction Collection

Young Adult Services
AWAY:

Children’s Library

BRErE¥eE  Thig Division implements the following goals:

1} " Pcople of all ages in Fontana will have the resources
and services to enhance their personal, recreational,
business, carcer and lifelong leaming goals.”

2) "The Fontana community will have equal access to
information and resources in the Library, as well as
remole access from home, SLhOOl or busmcss

" 3)""The Fortana Community w1li e’ ablé to access o
- information utilizing the most current technology within
the Library or from remote locations.”

A Libsis Design Building Program Fartana Library and Resource Technology Certer
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/I INAF L s SQFTF
Non-Fiction Collection & Seating 6,952
| TOTAL: 6,952
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Functional Activify - - : i
After localing books in the non-fiction book slacks, lrhrary patrons will frequenlly Sit down at
1ables, carrels or in lounge chairs for fairly long periods of time o study the non-fiction
books. This study usually takes a fairly high degree of concentration so it is besl if the
seating areas are quiet and removed, although they must be easily accessible (o the aisles
of the non-ficlion colleclion. It is generally better to have: the seating interspersed throughout
or surrounding the non-ficlion collection. It is not necessary or even desirable to have all of
lhe seating together in pne large "reading room."

While in the non-fiction book stacks, patrons may wish to continue o consuli the library’s
calalog several imes without having to walk all lhe way back to the OPAC cluster,

Therefore it is important 1o have sirategically located OPACs in the non-fiction collection,
which are always relatively close 1o a patron regardless of where they are located in the non-
fiction book slacks. These OPACs should be highly visible 1o pations entering the non-
fiction collection so ihey know they are there and they should be refatively close to patrons
seated at tables and carrels so that they may refer to Lhem as well.

‘Occupancy _
READER SEATS: 18
ADULT LOUNGE SEATS: 50
TECHNOLOGY WORKSTATIONS: 9
Future Flexibility & Expandability
This area may need ta be expanded in the fuiure as the collection grows. To that end,
flexibility should be a goal.

.'Securliy & Supervnmon
The Reference Desk slaff will supervise lhIS area. The bookstack and seating area should
ke laid oul to oplimize visual supervision of all areas of this space, however it is recognized
that it will not be possible to have all areas visible to staff at the desk. Any areas nol easily
visually scanned by desk staff may need 10 be monitored by security camera or securily
mirrors.

Spatial Rélationships
The Non-Fiction Colfection should be close to the On-Line Public Access Catalog and the
Reference Desk. Further, the Non-Fiction collection should be easily accessiblie and in the
proximity of the Copy Center, 1he Reference Collection, Public Rest Rooms and the Fiction
Collection & Seating. The non-ficlion collection should be far away from the noise of the
Children's Library.

CLOSE:
On-Line Public Access Catalog {OPACs)
Reference Desk
PROXIMITY: -
Copy Center (Reference)
Fiction Collection & Seating
Public Rest Rooms.
Reference Collection & Seating
_AWAY: L oo '
' Childréh's Entrance ‘7
Acoustics

While this area will be relatlvely busy wilh patrons coming and going, it should provide some
refuge from the hustle and busiie of the rest of the library. The architect and interior
designer should endeavor to buffer most of the seating areas so that patrons can escape far
some quiel reading where they will not be disturbed.

' Space Finish.e_s_

A ULibrls Design Building Program Fontana Ubrary and Resource Technology Center
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The floor finishes must be of high durability, attractive and as maintenance free as possible
since they will receive fairly heavy traffic.

CEILING:
Acoustical
WALLS:
Paint
FLOOR:
Carpet or Carpet Tile

lumination z
Provide 30 foot candles vertically at 30" above the floor in lhe bookstacks. Make certaln that
the lighting is even in the bookstack from one end of a range to the other as well as from the
top of the bookstack to the bottom as much as possible. Provide non-glare and shadowless
light within the aisles for an even distribution of light to make reading book spines and books
in the stacks easy. Provide a minimum of 30 to 40 foot candles of light (with 50 foot candles
preferred) at table top level in the seating areas. Provide high quality, non-glare light in the
sealing areas for reading books as well as viewing compuler screens (OPACs, portable
computers, etc.}).

Fenestration
Natural light and particularly view windows near the seating is highly desirable. The Ilbrary
wants to encourage patrons to stay and read in a pleasant environment with a view if
possible. Computer screens and workstations should be placed at right angles to any
windows that may cause gfare

HVAC
Temperature should be maintained between 68° and 72° with a relative humldlty of 40 60%
for collection preservation and human comfort. Thermostats in public areas should have
lockable covers.

Data Communications : :
Provide one single data drop {jack) per seat for network enabled tables or carrels. Prowde
network connectivity to at least one half of the tables and carrels in this area for laptop use.
The outlets can be wall-mounted at 15" above the finished floor or in recessed floor boxes
accommaodating two, four or more drops (jacks). The data cabling can also be distributed
via conduit and J-boxes with the data drops integrated into the furniture.

To provide universal access to power and data connections, wall-mounted receptacles and
cullets can be installed no less than 15 above the finished floor for forward reach access
and no less than 9” above the finished floor for side reach access, with a minimum of 307
wide x 48" deep clear floor space.

slephonie. COmmunicatlons : :

Provide one single data drop (jack) per table or carrel. The outlets can be wall- mounted at
6° above the table or carrel work surface, wall-mounted at 15" above the finished {loar, or in
recessed floor boxes accommodaling two, four or more drops (jacks). The data cabling can
also be distributed via conduit and J-boxes with the dala drops integrated into the furniture.
Associated power will be required consisting of one duplex power receptacle for every data
drop provided to support one computer and one monitor.

To provide universal access to power and dala connections, wall-mounted receptacles and
oullets can be installed no less than 15" above the finished floor for forward reach access
and no less than 9” above the finished floor for side reach access, with 2 minimum of 307
wide x 48 deep clear floor space. )f no allernatives are provided to receptacles mounted at )
6" above the work surface on the back wall of a carrel, the depth of the work surface cannot
exceed 24" for a side reach or 257 for a forward-reach at accessible locations.

Signage _
One or more large dlrecllonal signs that are visible not enly from the On-Line Public Access
Catalog and Reference Desk, but also lhe library entry lhat say: “Non-Fiction Colleclion.”

_ ADA (Digakility' Rétiuirements) e I
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At least 5% or a minimum of one of each element of fixed seating, tables, study carrels,
compuler stalions, elc. in each area is accessible to persons with disabilities. Aisles
between bookshelves and book slacks are 44” wide minimum i they serve on both sides
and 36" wide minimum if serve on one side. For major circulation path, provide minimum
60" in widih.

The height of fixed or buill-in worktables and counters is between 28" to 34" from finished
floors. A minimum of 30"wide x 48" deep clear floor space under these tables and counters
must be provided. Knee clearance at such tables, counters and work surfaces is at least 27"
high, 30" wide and 19” deep.

Display area shall have a minimum clear aisle width of 44”. Cataloygs and displays should be
within accessible reach with a maximum height of 48°. But the Jowest usable ponion of
catalogs must be located a minimum of 18" above the finish floor.

Proavide and integrate both visual and audible alarms for emergency warning systems. Lamp
of visual alarms is a xenon strobe type or equivalent. The color of light is clear and nominal
unfiltered white. The maximum pulse duration of alarms are 0.2 second with a maximum
duty cycle of 40 percent. The intensity of the light if 75 candela minimum and the flash rate
is a minimum of 1 Hz and a maximum of 3 Hz. Mount appliances al 80™ above the highest
floor level within the space or 6” below the ceiling, whichever is lower,

Audible alarms shall produce a sound that exceeds the prevailing equivalent sound level in
the room or space by al least 15 db or exceeds any maxinium sound level with a duration of
60 seconts by 5 db, whichever is louder. But sound levels for alarm signals shall not
exceed 12 db.

All aisles serving one side are a minimum of 36" in width and 44” minimum if serving both
sides. Corridors, which serve an occupancy load of 10 or more, must be a minimum of 447
wide. Corridors and hallways \hat are localed on an accessible route and exceed 200'-0" in
length must have a minimum clear width of 60 for two wheelchairs to pass parallel. Greater
distances to an exit, cross aisle, or foyer, increase the accessible aisle requirement in
increments of 1 %" per 5 in length. If an accessible aisle is less than 60 wide, then turning
and passing spaces of 607 by 60" must be located al any obstruction and al reasonable
intervals not exceeding 200°.

Bookshelves are localed 547 high maximum above finish floor unless an atiendant is

available to assist individuals wilh disabilities.
Shelf height in open book stacks is restricted. However, attendant(s) should be provided for

assistant.

"UNIT UNIT EXTENDED

Description of Furniture & Equipment Units QTY SQFT SGQFT
Reader's Seats
Carrel, Reader's Wood 10 40 400
Chair, Lounge 50 35 1,750
Chair, Reader's 18 0 0
Table, Café 2 10 20
Table, Coffee 4 10 a0
Table, Coffee "6 20 120
. Table, Reade('s 2 o 111 200 . .
Shelving
36" Aisle DF 84"H Steel Shelving Wi 12 Shelves 133 22 2,926
38020 Non-Fiction
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Description of Furniture & Equipment Units

HaL

UNIT  UNIT EXTENDE
QTY SQFT SQFT

36" Aisle SF 66™H Steel Shelving W/ 5 Shelves

4523 Spanish Language (Low Shelving)
36" Aisle SF 84”H Steel Shelving W/ 7 Shelves

11730 Spanish Language

Special Purpose
Stool, Kick-Step

Technology
Chair, Technology Workstation Task

Computer, OPAC {On-Line Public Access) Desktop
Computer, QPAC Desktop Spanish Language
Computer, Public Desktop

Computer, Public Desktop Spanish Language
Printer, Ink-Jet (B&W)

Workstation, Technolegy Carrel

38 12 456
70 12 840
5 0 0
5 0 0
2 H 0
2 0 0
3 0 0
2 0 0
1 0 0
5 40 200
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|FUNCTIONAL ACTIVITY ... |
The primary function of this division is to provide public access to pcnodlcalz (nng’azmcs,
newspapers and other publications of a serial nature). The library’s current magazines and
newspapers will be housed on shelving which displays the cover of three magazines per shelf
with approximately 6 months of back-issues under the slanted shelf that pulls up for access to the
back issues. The remainder of the back-issue periodicals storage will be located in the refercnce
workroom.

Space to house back-issues is being dramatically impacted by advances in electronic aceess
technologies. In the traditional library, back-issues meant paper copies of older magazines and
newspapers that were sometimes bound in hard covers. In more recent times, libranes began
housing back-issues on microfilm to save space and the costs of binding. Even more recem
advances are making full-text of the back-issues available on CD-ROM or directly on-linc.
Because the quality of this access to the graphical illustrations in the pertedicals sull leaves
something to be desired, the library will continue to house vnbound copies of selected back-issue
periodicals for some time to come.

[SPATIAL RELATIONSHIPS .= .~ o

In some librarics, the current magazines and newspapers are in the front of the Ilbrary near the
new books, - While this is perfectly workable, it is equally acceptable to house the current
magazines and newspapers most anywhere in the adult library as leng as the public can find
them relatively easily and the space is relatively quiet to aliow sustained reading. Access to the
reference diviston is important for back-issue periodicals older than the most recent 6 months.
The periodicals division should also be in proximity of the circulation desk so that staff can
assist patrons in their literature searches.

ADJACENT:
Browsing
Audio-Visual Library
CLOSE:
Circulation Desk
Back Issue Periodicals
PROXIMITY:
Library Entrance

*eaxrxx This Division implements the follawing goals:

1} " People of all ages in Fontana wil have the resources
and services to enhance their personal, recreational,
busincss, career and lifelong learning goals.”

. 2) "The Fontana commuiity will have equal access to
information and resources in the Library, as well as
reniote access from home, school, or business."

3} "The Fontana Community will be able to access
information uitlizing the most current technology within
the Library or from remote locations.”

A Libris Deslgn Buiding Progiam Fontana Library and Rezource Technology Center
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_DIVISION SPAGE 8t
Back Issue Periodicals 228
Current Magazine & Newspaper Display & Seating 2.000
L ) TOTAL: L 2228 |

A Libris Deslgn Building Program Fontana Library and Resouice Technology Ceater

Report Printedon. 111372004 3:24:22 PM Page 5-208




Funictional Agtivity: £ S
This area prowdes space for back penodlcal storage

Future. Flexlblllty & Expandability ' s SRR
It is not anticipated that this area would change purpose or require expanmon In lhe future Jl
could be used for library expansmn

Se unty & Supemmon : SR
This is a staff workroom whrch reqmres a mechanical lock and key, electromc keypad or
magnetic card reader to conlrol access.

Spatial:Relationships

This area should be dose to the staﬁ service efevator and in the proxumlty of the circulation
and reference work areas.

CLOSE:
Circulation Work Area (1)
Circutation Workroom
Soriing Area (1)
Acoushos

This area will on occasion be a noisy area when penodlcals are being loaded and unfoaded
but usually is very guiel.

Space Finishes
This area will be spartan and industrial in nature.

CEILING:

Exposed structure
WALLS:

Concrete or glazed and textured CMU, or unpainted sheet rock
FLOOR:

Sealed Concrete

Illummation _ :
interior lighting will be mdustrlal st:ength fixlures that dellver a minimum of 30 foot candles at
floor level.

Fenestration - . . SRR R
This room does nol need windows.

Thls spaoé will generally be alow lempefature and humldlty space “An |ndswdual thermoslal
may be desirable in order to maintain this setting.

Signage - C
A sign on the door thal says "StoragefSuppIy Staff Only™.

ADA {Disability Requirements) G R -
- . Back issue periodicals room must be accessible by a 36" alsle I requnres a 36" wnde door :
. with a minimum clearance of 327, . . : . X . .

Doors are-minimum of 3’-0" in width and 6-8™in height. Clear width of the doorway is 32" -
‘minimum. All doors should open a minimum of 90 degrees. Bottom 107 of doors shall have
a smaooth, uninterrupted surface (glasses are not allowed) that allows doors to be opened by
a wheelchair footrest without creating a trap or hazardous condition. Pressures to open
interior door should be 5 pounds maximum, §-1/2 pounds maximum for exterior doors and
15 pounds maximum for fire doors. All exit doors are operable from the inside without the
use of a key or any special know!edge or efforl. Opening hardware is centered between 30"
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and 44" above the finish floor. Door closers must be set so thai they take at least 3 seconds
to close from an open posilion of 70 degrees to within 3" of latches. Provide panic bars at all
emergency exit doors. Thresholds cannot exceed 1/2" in height.

The required strike side clearances of interior doors shall be 18” minimurm and 24" minimum
for exterior doors. Minimum required clearance on the latch side is 12" if doors are equipped
with both fatches and closers. Provide a clear distance (length} of 60 at the door pull side
(the direction of the door swing) and 48" in length at the push side.

UNIT UNIT EXTENDED
Description of Furniture & Equipment Units QTyY SQFT SQFT
Shelving
36" Aisle SF 90"H Back lssue Newspaper Unit Wi 6 Shelvs 19 12 228

5196 Back Issue Magazines

Fontana Library and Resouce Technology Center
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lerary palrons will browse in this space and read recently acqwred new magazmes and
newspapers. The space should be comforiable, non-institutional and inviting for retatively
long stays or quick visits. Current magazines and newspapers will be displayed face-oul on
sloped shelves

'Occupancy

READER SEATS: 8
LOUNGE SEATS: 24

Future Flexibility. & Expandablllty

This area may need 1o be expanded, reduced or converled to PC usage. There is a higher
probability of change in thls area than many others, so ﬂe)ublhty is an absolute requirement.

Security & Supervision.
Staff at the circulation desk will supervise tlus area.

Spatial Relationships.

The location of the current magazine and newspaper display area is guite flexible. While
some patrons prefer it {o be near the new books, an equal number prefer it to be somewhat
mare removed from the hustle and bustle of the library's popular library. This space, the
iving room’ of the library, should be a relaxing and warm environment where pations can
read magazines and newspapers at their leisure. Since the materials are newes! and most
popular, there will be many people using them, however, lhe space should be somewhatl
cloistered and out of the way so that palrons which choose to rernain in the space fot a long
time can do so without being unduly disturbed. Wherever it is localed, it will be
advantageous if the staff at the circulation desk can supervise it.

ADJACENT:
New Book Display
AV Collection & Seating

CLOSE:

Public Entrance & Lobby
Circulation Desk
Back Issue Periodicals

The ﬂoor f'mshes musi be of hlgh durabamy. atiractive and as malnlenance free as poss:b]e
since they will receive moderately heavy traffic.

CEILING:
Acouslical

WALLS:
Paint

FLOOR: .
Carpet or Carpet Tite

- Illumlnatlont e eenn L e R
Pravide 30 foof candies verucally al 30 above lhe ﬂOOi' m lhe magazme and newspaper
display units, and an average of 30 to 40 foot candles minimum {with 50 foot candles
preferred) at table top level in the seating areas. Table top task lighting is acceptahle and
even desirable. Make cettain thal the lighting is even in the display units from one end of a
range to the olher as well as from the top of the unit to the bottom as much as possible.
Pravide non-glare and shadowless light for an even distribution of light to make reading
magazine covers and text easy. Provide high quality, nen-glare light in the seating areas for
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reading newspapers and magazines as well as viewing computer screens. The use of
accent lighting to highlight the magazine display unils is encouraged to help draw patrons to
this area as Iong asitis approprlate and doesnt create giare.

Fene§lratioh e
Natural light is hrghty desrrable in thls space (as tong as it doesn't create glare on computer
screens) since mdlrect ambient llght is the best for readlng print materials.

HVAC : o

Temperature should be mamtamed between 68° and 72° with a relative humidity of 40 - 60%
for collection preservation and human comfort. Thermostals in public areas should have
tockable covers.

Electrical S
Associated power will be required consisting of one duplex power receplacle for every two
data drops provided.

Data Commumcations
Provide one single data drop {jack} per seat for network enabled tables or carrels. Provide
network connectivity to at least one half of the tables and carrels in this area for laptop use.
The outlets can be wall-mounted at 15” above the finished floor or in recessed floor boxes
accommodating two, four of more drops (jacks). The data cabling can also be distributed
via conduit and J-boxes with the data drops integrated into the furniture.

To provide universal access to power and data connections, wall-mounted receptacles and
outlets can be instalied no less than 15" above the finished floor for forward reach access
and no less than 9” above Lhe finished floar for side reach access, with a minimum of 307
wide x 487 deep clear floor space.

Telephone Communications :
Provide one single data drop (jack) per table or carrel. The outlets can be wall- mounted at
6" above lhe table or carrel work surface, wall-mounted at 15" above the finished floor, or in
recessed fioor boxes accommodating two, four or more drops {jacks). The data cabling can
also be distributed via conduit and J-boxes with the data drops integrated into the furniture.
Associaled power will be required consisting of one duplex power receptacle for every data
drop provided to suppoi one computer and one monitor.

To provide universal access to power and data connections, wall-mounted receptacles and
outlets can be installed no less than 15" above the finished floor for forward reach access
and no less than 97 above the finished floor for side reach access, with a minimum of 307
wide x 48" deep clear floor space. If no allernatives are provided to receptacles mounted at
6 above the work surface on the back wall of a carrel, the depth of the work surface cannot
exceed 24" for a side reach or 25" for a forward reach at accessible locations.

Signage
Alarge area srgn lhat says: “Current Magazmes & Newspapers VlSIble from the entrance
into the fibrary proper. Required signage includes a major area directional and identification
sign which can be seen from the Lobby and Circulation Desk. This directional sign (*Current
Pericdicals” or “Magazine Reading Room”™) must be wall-mounted or ceiling hung at least 807
high when suspended overhead on a path of travel and must have characters and numbers
that are appropriately sized according to the viewing distance, but no less than 37 in height.
Characters must have a width-to-height ratio of between 3:5 and 1:1 and a stroke widih-to-
height ratio between 1.5 and 1:10; must contrast with their background; and must bein a
matte, eggshell, or other non-glare finish. Permanent room identification signage
(“Periodicals”) must be wall-mounted on the latch side of any door or entrance al 60" above
the finished floor and shall be 1/32” raised uppercase sans serif type characters
accompanied by Grade H Braille.

Signage requirements may include directional signs for major collection categories, such as
“Newspapers,” and “Magazines.” A changeable insert sign system is required for slack end
panels. Shelf face sign carriers may be requnred

ADA (Disability. Requrrements)

A Libris Design Building Program Fontana Library and Resource Technotogy Center
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The Current Magazine and Newspaper Display and Sealing Area must be accessible by
means of a 36" minimum aisle. Greater distances to an exil, cross aisle, or fover increase
the accessible aisle requirement in increments of 1 ¥4 per 5 in length. If an accessible aisle
is less than 60" wide, 1hen lurning and passing spaces of 60" by 80" must be located at any
obstruclion and at reasonable intervals not exceeding 200",

Current periodicals must be accessible with a maximum side reach of 54" above the finished
floor (48™ preferred), and a front reach of no more than 48” above the finished floor. Shelving
units should be no higher than 66” inches, or three sloped display shelves, high. Range and
side aisles in magazine display areas must be a minimum of 44” wide.

A minimum of 5%, but no less than one, of all fixed or built-in seating, tables, counters or
carrels will meet accessibility requirements, A minimum of 30" wide x 48" deep clear floor
space will be provided with at least one unobstructed side of the floor space adjoining an
accessible route or another clear floor space. The knee space must be at least 27" high, 307
wide, and 19" deep. The top of the table, cariel, or counter shall be from 28° to 34" above

the finished fioor.

UNIT  UNIT EXTENDED

Description of Fumiture & Equipment Units QTY SQFT SQFT
Reader’s Seats
Chair, Lounge 24 50 1,200
Chair, Reader's 8 0 0
Table, End 2 10 20
Table, Reader's 2 150 300
Shelving
36” Aisle DF 66”H Magazine Display Shelving W/ b Shelvs 24 18 432
430 Cument Magazines
36" Aisle SF 66”H Newspaper Display Shelving W/ 3 Shelv 4 12 48

35 Current Newspapers
Special Purpose

Lamp, Table 2 0 0
Technology

Computer, OPAC {On-Line Public Access) Desktop 1 0 0

Computer, OPAC Desktop Spanisb Language 1 0 0

A Libris Design Bulding Program Fonlana Library and Resource Technology Center

Report Printed on:  1/13/2004 3:24:22 PM Page 5-213



[FUNCTIONAL ACTIVITY

The function of this division is to prov'.de confcrence and meetmg rooms that can be uscd for
library programming as well as by community groups. The auditorium will provide seating and
room for a podium with stage in the front. The meeting room will provide seating and room for a
podium and/or instructor's station in the front. In addition the programming for adults covering
various subjects, the meceting room can be used for literacy training and tutoring, as well as staff
training and development. The meeling room will also be available for both public and staff

instruction in Internet and computer literacy skills.

]

[PA TIAL RELA TIONSHIPS

The major spatial relationship oflhe Publ:c Mectmg Rooms dmsmn is the L:brary Entrance

division. Since the public meeting room complex will frequently be open when the rest

of the

library proper is closed, aceess must be provided through the main lobby to the meeting and

conference rooms as well as the rest rooms without compromising the hibrary's security.

ADJACENT:
Library Entrance

##¥¥%+  This Division implements the following goals:

1) " People of all ages in Fontana will have the resources
and services to enhance their personal, recreational,
business, career and lifelong lcaming goals.”

_DIVISION SPACE SUMMARY. _SQFT
Auditorium 5,490
Conference Room 455
Kitchenette 84
Meeting Room 1,265
Public Meeting Rooms Entrance & Lobby 600
Public Rest Rooms N/A

TOTAL: 7,894
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Report Pricted o6 1/13/2004 3:24:22 PM

Page 5-214

Fordana Library and Resource Technobgy Center



Functional. Activity -

This auditorium wil prowde ﬁexsble audlence seating for at least 300 adu!ts stage seatang
for 12 and will be available for musical and theater productions, library programming, large
communily meetings, public forums, contimiing education, etc. The room will have a sloped
ﬂoor

Oceli pancy

MEETING ROOM SEATS: 330 FIXED 6 REMOVABLE 6 WHEELCHA!RS

Future Flexibility & Expandability

This space is not expected to grow or have a different function. Internal ﬂembrhly, however
is required since this room will see many varied uses over the life of the building. While it is
desirable to be able lo divide this room inta more than one room to maximize its use, this is
not a requirement,

Security: & Supervision

This area will have assigned staff who are charged with its superwsron Their tasks will not
allow constant monitoring, 50 the auditorium wilt be tocked and access conlrol]ed by slaff

Spatlal Relatlonshlps

The auditorium must be adjacent to the lobby and AV, chair and table storage room, close to
the public rest rooms, conference room, meeting room and kitchenette. The entrances to
the auditorium should be to the back of the room so that late arrivals will not disturb a
meeting already in progress.

ADJACENT:

AV, Chair & Table Storage Room

Public Entrance & Lobby
CLOSE:

Confesence Room

Kitcheneile

Meeting Room

Public Rest Rooms
PROXIMITY:

Cuslodial Sink & Supp!y Closet

Acoustics.

Consuderétlon should be given to enhancmg performances both mstrurn ental and vocal
while keeping sound inside and away from rest of the building. A sound system should be
buitt into the room that can be confrolled both at the stage

Space Finishes

Since this area wifl see many communny leaders and |ts success will parlly depend on |ts
perceived beauly, it must appeal to a broad range of people as a high-quality space. The
floor finishes must be of high durability, slip-resistant and as maintenance free as possible.
Walls finishes should be attractive, durable and easy to clean.

CEILING:

Acoustical
WALLS:

Vinyt or Fabric wf acoustical panels behind for sound absorption.
FLOOR:

Carpet or Carpet Tile

Ktumination

Light levels of 50 foot candles at table top are preferred but at Ieast 30 to 40 fool cand‘.es
must be maintained. All lighting must be able to be controlled at each entrance, and at the
"front” of the room where speakers will be located. The meeling room's general area lights
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may be controlled with regular loggle switches, but there should also be some lighting which
is conirolied by a rheoslat so that the lamps may be dimmed down or up al {he beginning
and end of programs which require complete darkness. ltis usually best 1o provide these
dimmable lights as wall washers around the perimeter of the room so they can also be used
to highlight artwork displayed on the walls

Fenestratiof

Any windows in the room must be able to be complelely blacked out lhrough the use of
mechanical screens or blinds in order to produce hrgh qualrty AV presentauons

HVAE!

The HVAC system for this room will be part of the overall system that W|H serve the pubhc
meeting room complex. This complex will be open and operational when other parts of the
library proper are nol and should be able to be operaled independently lo save energy

costs. Within minutes, the meeting room’s HVAC system must be able 1o go from
accommodating 50 active children and parents to a smaller group who couldin't get another
room. This area will face significant and quick changes in body heal. Care must be taken to
equalize temperatures in this area. Consider a quick recovery healing and/or cooling system
in this area to keep the temperature at lhe desired level for occupants. Thermostats for the
room should be key lock controlled.

AV Commumcatlons '
All AV outlets mus! be able to be controlled from both the front as well as the back of the
room. There should be adequate outlets 1o support a sound projection system. There also
needs to be an outlet for the ceiling mounted AV projection unit. Provide CATVISatellite-dish
outlets at the front of the room for video teleconferencing capabilities as well as distance-
learning classes. The retractable ceiling mounted AV screen should be able to be controlled
from the front and back of the room. Outfet for a security camera if it bacomes necessary in
the fulure.

Signage
One sign on the door that says: “Audltonum

ADA (Disability Requirements} : o
Seating for persons with disabilities shall be accessrble from Ihe main Iobby or from a
primary entrance, together with related toilet facilities. Accessible seating or
accommodations shall be provided in a variely of locations so as to provide persons with
disabilities a choice of admission prices olherwise available to members of the general
public. Provide at least one companion fixed seat next to each required wheelchair location.
Provide minimum 48" (length) x 33" (width) clear ground or floor space thatis level and
clear per wheelchair space. Provide 60" minimum lenglh x 33" minimum width of clear
groundg or floor space for side entry.

Wheelchair seating spaces shall adjoin an accessible route that also serves as a means of
egress in case of emergency. An accessible route shall connect wheelchair seating
localions with performing areas, including stages, arena floors, dressing rooms, locker
rooms and other spaces used by performers.

Provide cofrect number of required seating locations for somnambulant individuals. Each
seating location is at least 24" of clear leg space between the front of the seat to the nearest
ohstruction or lo the back of the seat immediately in front.

Aisle seating shall have no armrests on the aisle side or removable or folding armrest on the
aisle side Each aisle seat with removabte or folding armrests on the aisle side is identified
by a sing or marker.

Stages, enclosed and unenclosed platforms, and orchestra pits shall be made accessible to
persons with disabilities.
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Furriture and Equipment. %

Description of Furniture & Equipment Units

UNIT  UNIT EXTENDED
QTY SQFT SQFT

Meeting Rooms
AV & Storage Room
Chair, (Auditorium Reserved Space For Wheelchair)
Chair, Auditorium
Chair, Auditorium (Removable)
Lectern (wf Space For A Portable Computer)
Stage
Stage, Portable

Special Purpose
Clock
Easel
Flip Chant W/ Stand
Green Room

Technology
Audio Amplifier
Audio Cassette Tape Player/Recorder
Audic Pre-Amplifier

Audio Receiver

Cabinet, AV Equipment

Cabinet, AV Media Storage
CDiCassette Tape Player

Projection Screen, Motorized Ceiling
Projector, Ceiling Mounted AV
Rack, AV Equipment

TV Monitor, 60" Large Screen

Video Cassette PlayeriRecorder

1 100 100
6 25 150
330 10 3,300
6 10 60
2 60 120
1 520 520
1 440 440
1 0 0
1 30 30
1 30 30
4 160 640
1 0 0
1 0 0
1 0 0
1 0 0
1 15 15
1 25 25
1 0 0
2 0 0
2 0 0
1 10 10
2 25 50
1 0 0
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Functional Activity : -

The conference room will prowde space for Ilbrary programming, staff conferences

continuing education, community meelings and literacy tutoring. White avaitable for
meelings of a general nature, the room will have AV and elecironic capabilities as well. This
reom, which is directly adjacent to Auditorium, is also served as a backstage dressing room.
Therefore, a preparation/restroom should also be prowded

Occupancy
MEETING ROOM SEATS 12

Future Flexabmty & Expandability R
Itis not anticipated that Ihese rooms will be expanded or changed

Security & Supervision : - - -
This area will have assigned staff who are charged wuth its supervas:on Thelr tasks will not
allow constant monitoring, so the conference room will be locked and access controlled by
staff.

Spatial Relationships

The conference room should be easily accessible from the publ:c enlrance and Iobby of the
building as well as readily accessible to rest rooms and auditorium stage since this room can
also be used as a dressing room of the auditorivm

ADJACENT:
Auditorium

CLOSE:
Public Entrance & Lobby
Mesting Room

PROXIMITY:
Custodial Sink & Supply Closet
Public Rest Roorns

Acoustics AT

Sound should be controlled so that n0|se.fr0m outsuie the room does not dlsturb rnhabllants
and vice versa.

Space Flmshes

The floor finishes must be of h|gh durablllty, snp res;stanl and as maintenance free as
possible. Wall finishes should be attractive, durable and easy 1o clean since there will be a
lot of public use and abuse.

CEILING:
Acoustical
WALLS:
Vinyl or Fabric wf acoustical panels behind tackable wall board &
piclure hanging system.
FLOOR:
Carpet or Carpet Tile
DOORS:
Glass View Window

Illumlnahon

Light levels of 50 fool candles at table top are preferred but at least 30to 40 foot candles
must be maintained. General room lighting is acceptable, but there should be some lighting
thal is dimmable for AV presen{ahons

Windows would enhance the room, bul they must be able to be complelely blacked out
though the use of mechanical screens or blinds in order to produce hlgh qualuty AV
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presen’lalions,

The HVAC syslem fo»r thls room will be part of lhe overall system that w:ll serve the publlc
meeting room complex. This complex will be open and operational when other parts of the
library proper are nol, and should be able ta be operated independently to save energy
cosls. Thermoslats musi be individually controliable with a key lock system.

AV l’.‘.ommumcallons

Al AV outlets must be able to be controlled from both the front as well as the back of the
room. Fhere should be adequate outiels to support a sound projeclion system. Provide
CATV/Satellite-dish outlets at the front of the room for video teleconferencing capabilities as
well as distance- Iearnmg classes.

Slgnage :
One sign on the door that says: “Conference Room

ADA (Disability Requ:rements)
The doorways leading to the conference room shall be minimum 32” in clear width. The
floors of a given story are at a common level throughout, or are connected by ramps for no
more than 8.33% or passenger elevators.
The required strike side clearances of interior doors shaitbe 18" minimum and 24° minimum
for exterior doors. Minimum required dearance on the latch side is 12° if doors are equipped
with both 1atches and closers. Provide a clear distance (length) of 60° at the door pull side
{the direction of the door swing) and 487 in length at the push side.

All aisles serving one side are a minimum of 36” in width and 44" minimum if serving both
sides. Corridors, which serve an occupancy load of 10 or more, must be a minimum of 447
wide. Corridors and hallways that are located on an accessible route and exceed 200'-0 in
fength must have a minimum ctear width of 60" for two wheelchairs o pass parallel. Greater
distances o an exit, cross aisle, or foyer, increase lhe accessible aisle requirement in
increments of 1 12" per 5 in length. If an accessible aisle is less than 607 wide, then turning
and passing spaces of 807 by 60" must be located at any obstruction and at reasonable
intervals not exceeding 200'.

The height of fixed or built-in worktables and counters is between 28" lo 34" from finished
floors. A minimum of 30"wide x 48" deep clear floor space under these tables and counters
must be provided. Knee clearance at such tables, counters and work surfaces is at least 277
high, 30" wide and 19” deep.

In any given single or multiple accommodation toilet room, only one lavatory unit is required
to be made accessible. Provide minimum 30" wide x 48” deep clear space in front of
lavatory that allows forward approach. Required clear space can be adjoined or overlapped
an accessible route but need to exiend a maximum of 19” underneath the favatory.
Lavatories adjacent to a sidewall shall be 18" minimum to center of the fixture, They are 34"
maximum 34" in height and 29" minimum clear from bottom of apron to the floor. Keen
clearance under front lip is 27" high, 30" wide and extends a minimum of 8” in depth from the
front of the lavatory. Provide thermal shields for drain and hot water piping to prevent
contact. Faucets are lever type, electronically activated or approved self-closing valves with
minimum 10 second open flow. Faucets are operable wilh cne hand and do not require tight
grasping, pinching or twisting of the wrist. Required force for operation is 5 Ib Maximum:.

Fumiture and. Equipment B
UNIT UNIT EXTENDED
Description of Furniture & Equipment Units QATY SQFT SQFT

Meeting Rooms
Chair, Conference Room 12 0 0
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" UNIT EXTENDED

Description of Furniture & Equipment Units QTY SQFT SQFT
Special Purpose
Clock 1 H 0
Coat & Hat Rack 1 20 20
Preparation/Rest Room 1 100 100
White Board 1 0 ' 0
Staff Workspace
Table, Conferénce 4 80 320
Technology
AViTechnolegy Equipment Cart, Large 1 18 15
Projection Screen, Motorized Ceiling 1 0 0
Telephonhe Handset 1 0 0
A Libris Deslgn Building Program Fomana Library ard Resowce Technology Cerker
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Functional Aclivlty e :
As part of the meeting room complex a kttchenette will prowde a space to prepare
refreshrnents for community group meetings, receptlons as well as Iraining sessions.

Future Flexibilify' & Expandabllrty TR
It is nol anticipated Lhat thls area would change purpose or requtre expansron

Security & Supervigion - o : .
The door's) to the kttchenette should be locked and access controlled by staff

Spatial Relatlonshlps . : S
Refreshments should be able to be served from the kttchenette dlrectly to the meelmg room
or directly to the lobby via a service window. The kitchenette should also be close fo the
auditorium and conference room for easy access.

ADJACENT:
Meeting Room
CLOSE:
Auditorium
Conference Room

Space Finishes
The finishes tor this space should be light in color and easy to clean up afler spills.

CEILING:
Acoustical
WALLS:
Vinyl wall covering
FLOOR:
Tile
I!lumlnation
Lighting in combination with hght colored finishes should prowde a space which feels br:ght
and clean. Under cabinel task hghtmg will assist with making counter tops feel brtghtly fit.

'Fenestration B
Wmdows are not desired.

HVAGC - : : : :
The kltchenetle must have adequate exhaust fans and vents ta prevent the smell of food
being prepared from enlering the meeting room and other parts of the library building.

Signage .. : o
A S|gn on the door that says “Kttchenette

ADA (Disab:hty Requirements) - o :
Doors are minimum of 3-0" in width and 6= 8 in height. Clear width of the doomra)f is 32"
minimum. All doors should open a minimum of 90 degrees. Bottom 10" of doors shall have
a smooth, uninterrupted surface {glasses are not allowed) that allows doors 1o be opened by
a wheelchair foolrest without creating a trap or hazardous condition. Pressures lo open
interior door should be § pounds maximum, 8-1/2 pounds maximum for exterior doors and
15 pounds maximum for fire doors. All exit doors are operable from the inside without the
use of a key or any special knowledge or effort. Opening hardware is centered between 30°
and 44" above 1he fipish floor. Door clasers must be set so that they take at least 3 seconds
to close from an open position of 70 degrees 1o within 3” of latches. Provide panic bars at all
emergency exil doors.
The required slrike side clearances of inlerior doors shall be 18" minimum and 24” minimum
for exterior doors. Minimuin required clearance on the latch side is 12" if doors are equipped
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with both latches and closers. Provide a clear distance (length) of 60" at the door pull side
(the direction of the door swing) and 487 in length at the push side.

All sinks, including kitchen sinks need 1o provide a minimum 30”x48” clear space in front of
sinks that allow forward approach by wheelchairs. Knee clearance under sink is a minimum
of 27" high and 30" wide, and provides an absolute depth of 19" underneath the sink.
Provide thermal shields for drain and hot water piping to prevent contact. Maximum height
of rim or counter abave finish floor is 347, All sinks is a maximum depth of 6-1/2". There
shall be no sharp or abrasive elements under sinks. Faucels are lever type, electronically
activated or approved seff-closing valves with a minimum of 10 second open flow. Maximum
force required to activate faucets controls is 5 pounds.

Furniture and- Equipment ]
UNIT  UNIT EXTENDED

Description of Furniture & Equipment Units aTty SQFT SQFT

Special Purpose
Bulletin Board 1 0 0
Cabinets, Below Counter 6 2 12
Coffee Maker/lUm 4 0 0
Coffee Thermos 8 0 0
Hot Water Urn 4 0 0
Microwave Oven 1 0 0
Paper Towel Dispenser 1 o 0
Refrigerator 1 20 20
Sink 1 0 0
Soap Dispenser 1 0 0

Staff Workspace
Cabinets, Above Counter 12 0 12
Workstalion, Food Preparation Counter 1 40 40
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F{lncﬂonal Astlwf}( S

This meeting rcom will provide audience seatmg for Ilbrary programmlng, communlty
meetings, small public forums, conlinuing education, literacy tutoring, Internet training and
computer teracy skills etc. The room will allow multiple arrangements from fecture to
conference Iayouts

Occu;)ancy -
MEETING ROOM SEATS 60
This space is not expected ta grow or become a different function. Internal flexibility,
however, is required since this room will see many varied uses over the life of the building.

Futiire Flexlblhty & Expandability

This space is not expected to grow or become a different function. Internal ﬂexlblhty,
however, is required since this room will see many varied uses over he lite of the building.

Securily & Supervision

This area will have assigned staff who are charged with its supervision. Their tasks will not
allow constant momlonng, s0 the meeting room will be lecked and access controfled by staff,

Spahal Relationships -
The meeling room should be easily accessible from the public entrance and !nhby of the
building as well as readily accessible to rest rooms. The auditorium and conference room
should be relatively close by as well. The kilchenette should be adjacent to the rear
entrance of the meeting room so that caterers can bring in refreshments without disturbing
an on-going meeting. The kitchenette should also be adjacent to the lobby where
refreshments will aclually be served. It is highly desirable if a2 "pass-through” window
arrangement can be accommodated, so that light refreshments can be served out of the
kitchenette without having to set up separate lables.

ADJACENT:

Audilorium

Kitchenetie

Public Entrance & Lobby
CLOSE:

Conference Room

Public Rest Rooms
PROXIMITY:

Custodial Sink & Supply Closet

Acouslics

Sound should be éontrolled S0 lhat noise from outs-.de the TOom does not dislurb inhabitants
and vice versa, A sound system should be built into the room that can be controlled from the
front and back of the room.

Space Finishes
The floor finishes must be of high durabl[lty, and as maintenance free as passible. Walls
finishes should be altractive, durable and easy 1o cJean and able o display artwork.

CEILING:
Acoustical
WALLS:
Vinyl or Fabric w/ acoustical panels behind lackable wall board &
picture hanging system.
FLOOR:
Carpet or Carpel Tile
DOORS:
Glass View Window
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Lrght levels of 50 foot candles at table top are preferred bul at Ieast 30 lo 40 foot candles
must be maintained. Alf lighting must be able to be controlled at each entrance, and at the
"front" of the room where speakers will be located. The meeting room’s general area lights
may be controtied with regular toggle switches, but there should also be some lighting which
is controlled by a rheostat so that the iamps may be dimmed down or up at the beginning
and end of programs which require complete darkness. it is usually besl to provide these
dimmabile lights as wall washers around the perimeter of the room so they can also be used
to hrghlrght artwork displayed on the walls.

Fenestration’

Any windows in the room must be able to be completely blacked out though the use of
mechanical screens or blinds in order to produce hlgh quality AV presentatlons

HVAC

The HVAC system for lhrs room wrlf be part of the overall system that will serve the public
meeting room complex. This complex will be open and operational whern other parts of the
library proper are not and should be able to be operated independently to save energy

costs. Within minutes, the meeting room's HVAC system must be able fo go from
accommodating 50 active children & parents to a group of five who couldn’t get another
room. This area will face significant and quick changes in body-heat. Care musl be taken to
equalize temperatures in this area. Consider a quick recovery heating andfor cooling system
in this area to keep the temperature at the desiced level for occupants. Thermostats for the
room should be key lock controlled.

AV Communications :
All AV outlets must be able to be cantrolled from both lhe front as well as the back of the
room. There should be adequate outlets to support a sound projeclion system. There also
needs to be an outlet for the ceiling mounted AV projection unil. Provide CATV/Satellite-dish
outlets at the front of the room for video teleconferencing capabililies as well as distance-
learning classes. The relractable ceiling mounted AV screen should be able to be controlled
from the front and back of the room. OuHet for a security camera if it becomes necessary in
the future

Orre srgn on the door lhat says: "Meet:ng Room

ADA (Drsabillty Requiremaents) LR
The doorways leading to the conference room shall be minimum 32" in clear widih. The
floors of a given story are at a commeon level throughout, or are connected by ramps for no
more than 8.33% or passenger elevators.
The required strike side clearances of interior doors shall be 18” minimum and 24° minimum
for exterior doors. Minimum required clearance on the laich side is 127 if doors are equipped
with both latches and closers. Provide a clear distance (length) of 607 at the door pull side
{the direction of the door swing) and 487 in length at the push side.

Al) aistes serving one side are a minimum of 36" in width and 44" minimum if serving both
sides. Corridors, which serve an occupancy load of 10 or more, must be a minimum of 44"
wide. Corridors and haliways that are located on an accessible route and exceed 200'-0” in
length must have a minimum clear width of 60" for two wheelchairs to pass parallel. Greater
distances to an exit, cross aisle, or foyer, increase the accessible aisle requirement in
increments of 1 2" per 9 in lenglh. If an accessible aisle is less than 80" wide, then turning
and passing spaces of 60" by 60" must be located at any obstruction and at reasonable
intervals not exceeding 200,

The height of fixed or built-in worktables and counters is between 28" to 34” from finished
floors. A minimum of 30"wide x 48" deep clear floor space under these tables and counters
must be provided. Knee clearance at such tables, counters and work surfaces s al least 27"
high, 30" wide and 19” deep.

A Libris Design Buikding Program Fontana Libracy and Resouwrce Technology Center
Repost Printed onc V137004 1:24:22 PM Page 5-224




i

Futniture and Equipment.

Description of Furniture & Equipment Units QTY SQFT SQFT
Meeting Rooms
AV & Storage Room : 2 100 200
Chair, Conference Room 60 12 720
Lectern {wf Space For A Portable Computer) 1 G0 60
Table, Conference 10 20 200
Special Purpose
Presentation Center 2 0 0
Technology
Audio Teleconferencing System 2 0 0
Cabinet, AV Equipment 4 15 60
TV Monitor, 60" Large Screen 1 25 25
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